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RO LLER CH AIN S

Standard Roller Chains

C HA IN P A R T S

C HA IN C ONNE C T ION P A R T S

R oller Link
(T ype R /L)

P in Link
R iveted

(T ype R )

P in Link C ottered  
(T ype C )

S pring C lip
(T ype S p C L)

"S " P in
(T ype  S )

C ottered
(T ype C )

T hrough"S " P in 
(T ype T S )

 R oll P in

 Offset
(T ype O/L)

S T ANDAR D P AC K ING

HOW T O OR DE R
Quantity, chain number, type-riveted or cottered when 
optional, and chain length are the basic information 
needed to fill in your order.  Specify the chain construc-
tion-press fit or slip fit if optional- for multiple strand 
chain.  When ordering a cut length of chain, the assem-
bly should be described as specifically as possible.  
When referencing attachment chains, the attachment 
spacing must be specified. 

SY roller chains are packed in 10-ft lengths with one 
connecting link.  Chains are also available on reels, 
with one connecting link per 10'.

When ordering a cut length of chain, specify the total number of 
pitches needed including the number of C/L and/or O/L.

NOME NC L A T UR E

Plain chain consists of "SY chain No" and "Type of pin link". At-
tachment chain has one space between "Type of pin link" and 

"Space of attachment".

S Y 120-2(R )    2L A-2

S Y  chain No

R iveted (R ) or C ottered (C ) 

s trand

S pace of att.
(L=P itch)

 T ype of att.
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RO LLER CH AIN S

R oller chain with connecting link (C /L) 
Generally an even number of pitches includes a C/L on one end.

R oller chain endless
It is standard to furnish chain with the connecting link loose.  
However, if an endless chain assembly is required, indicate 
whether it is to be riveted endless or connected endless with a 
connecting link.

R oller chain with offset link (O/L)
Generally, when an odd number of pitches is required, 
a C/L and an O/L are used.

R oller chain with connecting links  
(C /L's )on both ends .
For odd pitch strands which are not assembled endless, 

2 C/Ls are available. 

R IV E T E D

C OT T E R E D

S ING LE  AND MULT IP LE

C HA IN C ONS T R UC T ION

Riveted chain is assembled 
by staking the pin heads on 
both sides of the chain.

Cottered chain is assembled by staking pin heads on one 
side and using cotters in drilled holes on the opposite side.  
This construction allows for easier field assembly and disas-
sembly.

Multiple strand roller chains possess slip fit center plates as 
standard,  Modified press fit center plates are available when 
specified.
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RO LLER CH AIN S
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BS Standard Roller Chains
B S  S tandard R oller C hains         
SY British Standard chain is manufactured in accordance with ISO  606 B and fully interchangeable 
with Britsh standard BS 228 and G erman standard D IN  8187.  Attachment chains and stainless 
steel chanis are available. 

S Y
C hain

No.
(B  S )

Pitc h

0 6 B

-2

-3

P W R

9.525 5.72 6.35 3.28 12.6

22.9

33.2

13.4

23.7

33.7

6.3 7.1 8.2 1.61.251.0 10.24 8.92

16.9

24.9

1.7

2.9

4,2

0.41

0.78

1.18

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2 T3H TP kN kN kg/m

0 6 B

36　　40　　42

76　　　　　77

S tandard Pac king

320P

526P

06B

Item S ee P age

R ustless

Drive C hain S elec tion

C urled bushing is  used.

1 Unit (10')

1 Unit (5m)

Adeptrans Cadenas y Transmisiones
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 RO LLER CH AIN S
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※R efer to page 80. “S elec tion of offset link”

S Y
C hain

No.
(B  S )

Pitc h

1 0 B

-2

-3

P W R

15.875 9.65 10.16 5.08 19.0

35.6

52.4

20.7

37.3

54.4

9.5 11.2 14.7 1.65 16.59 22.2

44.5

66.7

4.90

8.33

12.2

0.89

1.79

2.66

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

1 0 B

S Y
C hain

No.
(B  S )

Pitc h

0 8 B

-2

-3

P W R

12.70 7.75 8.51 4.45 16.7

30.6

44.5

18.2

31.9

45.8

8.4 9.8 11.8 1.5 13.92 17.8

31.1

44.5

3.14

5.35

7.85

0.61

1.26

1.88

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

0 8 B

64　　　　　65

36　　40　　42

51

76　　　　　77

S tandard Pac king

 192P

316P

10B

240P

394P

08B

Item S ee P age

Attac hment C hain

R ustless

S LR  S elf-Lube C hain

Drive C hain S elec tion

1 Unit (10')

1 Unit (5m)

Adeptrans Cadenas y Transmisiones
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RO LLER CH AIN S
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※R efer to page 80. “S elec tion of offset link”

S Y
C hain

No.
(B  S )

Pitc h

1 6 B

-2

-3

P W R

25.40 17.02 15.88 8.26 35.1

67.2

99.2

38.2

70.1

102.5

17.6 20.6 21.0 3.2 4.0 31.88 60

106

160

16.4

21.4

31.5

2.59

5.13

7.68

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

1 6 B

S Y
C hain

No.
(B  S )

Pitc h

1 2 B

-2

-3

P W R

19.05 11.68 12.07 5.72 22.0

41.6

61.1

23.6

43.1

62.7

11.0 12.6 16.1 1.8 19.46 28.9

57.8

86.7

7.06

12.0

17.6

1.14

2.28

3.36

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

1 2 B

64　　　　　65

36　　40　　42

51

56　　　　　76

76　　　　　77

S tandard Pac king

120P

198P

16B

160P

262P

12B

Item S ee P age

Attac hment C hain

R ustless

S LR  S elf-Lube C hain

MF Maintenanc e Free

Drive C hain S elec tion

1 Unit (10')

1 Unit (5m)

Adeptrans Cadenas y Transmisiones
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RO LLER CH AIN S
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※R efer to page 80. “S elec tion of offset link”

S Y
C hain

No.
(B  S )

Pitc h

2 4 B

-2

-3

P W R

38.10 25.40 25.40 14.63 53.4

101.8

150.2

58.1

106.5

154.9

26.7 31.4 33.4 4.8 5.9 48.36 160

280

425

35.7

46.8

68.8

7.29

14.53

21.76

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

 2 4 B

S Y
C hain

No.
(B  S )

Pitc h

2 0 B

-2

-3

P W R

31.75 19.56 19.05 10.16 40.2

76.8

113.3

44.0

80.6

117.2

20.1 23.9 26.4 3.5 4.5 36.45 95

170

250

25.5

33.3

49.0

3.76

7.26

10.86

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

2 0 B

64　　　　　65

36　　40　　42

51

56　　　　　76

76　　　　　77

S tandard Pac king

80P

132P

24B

96P

158P

20B

Item S ee P age

Attac hment C hain

R ustless

S LR  S elf-Lube C hain

MF Maintenanc e Free

Drive C hain S elec tion

1 Unit (10')

1 Unit (5m)

Adeptrans Cadenas y Transmisiones

www.adeptrans.es  ·  +34 916 946 486  ·  info@adeptrans.es



RO LLER CH AIN S
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※R efer to page 80. “S elec tion of offset link”

S Y
C hain

No.
(B  S )

Pitc h

3 2 B

-2

-3

P W R

50.80 31.00 29.21 17.81 65.0

123.4

182.0

71.1

129.7

188.3

32.5 38.6 42.2 6.3 6.9 58.55 250

450

670

51.0

66.6

98.0

9.92

19.76

29.61

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

3 2 B

S Y
C hain

No.
(B  S )

Pitc h

2 8 B

-2

-3

P W R

44.45 31.00 27.94 15.88 65.1

124.7

184.2

70.5

130.0

189.6

32.6 37.9 37.0 6.3 7.4 59.56 200

360

530

44.5

58.3

85.8

9.26

18.45

27.65

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness
Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 T1 T2H TP kN kN kg/m

2 8 B

36　　40　　42

51

56　　　　　76

76　　　　　77

S tandard Pac king

60P

100P

32B

68P

114P

28B

Item S ee P age

R ustless

S LR  S elf-Lube C hain

MF Maintenanc e Free

Drive C hain S elec tion

1 Unit (10')

1 Unit (5m)

Adeptrans Cadenas y Transmisiones
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RO LLER CH AIN S

AN SI  Standard Roller Chains

16

S Y
C hain

No.
(ANS I)

Pitc h

S Y 4 0

S Y 4 0 -2

S Y 4 0 -3

S Y 4 0 -4

S Y 4 0 -5

S Y 4 0 -6

P W R

12.70 7.95 7.92 3.96 16.5

30.8

45.0

60.0

74.6

89.0

17.9

32.2

46.6

60.8

75.6

89.9

8.3

15.4

22.5

30.0

37.3

44.5

9.6

16.8

24.1

30.8

38.3

45.4

11.7 1.5 －

14.4

19.1 

38.2 

57.3 

76.4 

95.5 

115.0 

4.17

6.17

9.08

12.0 

14.2 

16.7 

0.60

1.22

1.85

2.46

3.14

3.31

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S Y
C hain

No.
(ANS I)

Pitc h

S Y 3 5

S Y 3 5 -2

S Y 3 5 -3

S Y 3 5 -4

S Y 3 5 -5

S Y 3 5 -6

P W R

9.525 4.78 5.08 3.58 12.0

22.1

32.2

42.3

52.4

62.5

12.9

23.0

33.1

43.2

53.2

63.5

6.0

11.1

16.1

21.2

26.2

31.3

6.9

11.9

17.0

22.0

27.0

32.2

9.0 1.25 －

10.1

10.8 

21.6 

32.4 

43.2 

54.0 

64.8 

2.48

3.67

5.40

7.13

8.42

9.94

0.34

0.63

0.92

1.22

1.56

1.89

B ushing

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

3 5

4 0

66　　　　　67

36　　40　　43

49

52　　　　　53

76　　　　　77

82

S tandard Pac king

1 Unit（10'）

On a R eel

320P

250'

240P

200'

S Y 35

Item S ee P age

S Y 40

Attac hment C hain

R ustless

S L S elf-Lube C hain

S LR  S elf-Lube C hain

Drive C hain S elec tion

Horsepower R ating

(B U S H E D  C H A I N )

※R efer to page 80. “S elec tion of offset link”
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SY's precision power transmission roller chains meet or exceed AN SI standard B29.1.  Supplied in 
single and multiple strands of AN SI sizes from 3/8" to 3" pitch. 

Adeptrans Cadenas y Transmisiones
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RO LLER CH AIN S

S Y
C hain

No.
(ANS I)

Pitc h

S Y 6 0

S Y 6 0 -2

S Y 6 0 -3

S Y 6 0 -4

S Y 6 0 -5

S Y 6 0 -6

S Y 6 0 -8

S Y 6 0 -1 0

P W R

19.05 12.70 11.91 5.95 25.5

48.2

71.2

94.4

117.0

140.0

185.0

230.8

26.9

49.7

72.6

95.4

118.2

140.9

186.6

232.2

12.8

24.0

35.2

47.2

58.5

70.1

92.5

115.4

14.1

25.7

37.4

48.2

59.7

70.8

94.1

116.8

17.5 2.4 －

22.8

43.1

86.2

129

172

216

259

345

431

10.7

14.7

21.6

28.5

33.7

39.7

53.5

64.7

1.46

2.95

4.43

5.92

7.41

8.90

13.36

16.34

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S Y
C hain

No.
(ANS I)

Pitc h

S Y 5 0

S Y 5 0 -2

S Y 5 0 -3

S Y 5 0 -4

S Y 5 0 -5

S Y 5 0 -6

P W R

15.875 9.53 10.16 5.08 20.4

38.4

56.7

75.0

93.2

111.4

22.0

40.0

58.2

75.7

94.1

112.5

10.2

19.2

28.4

37.5

46.6

55.7

11.8

20.8

29.8

38.2

47.5

56.8

14.6 2.0 －

18.1

31.9

63.8

95.7

128

160

191

7.22

10.7

15.7

20.7

24.5

28.9

0.98

2.00

3.07

3.97

5.02

6.01

R ollre

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

5 0

6 0

※R efer to page 80. “S elec tion of offset link”

17

60　　　　　67

36　　40　　43

49

52　　　　　53

76　　　　　77

82　　　　　83

S tandard Pac king

1 Unit（10'）

On a R eel

192P

100'

160P

100'

S Y 50

Item S ee P age

S Y 60

Attac hment C hain

R ustless

S L S elf-Lube C hain

S LR  S elf-Lube C hain

Drive C hain S elec tion

Horsepower R ating

R
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E
R

C
H
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RO LLER CH AIN S

S Y
C hain

No.
(ANS I)

Pitc h

S Y 1 0 0

S Y 1 0 0 -2

S Y 1 0 0 -3

S Y 1 0 0 -4

S Y 1 0 0 -5

S Y 1 0 0 -6

S Y 1 0 0 -8

S Y 1 0 0 -1 0

P W R

31.75 19.05 19.05 9.53 39.4

75.1

110.9

147.4

183.0

218.8

290.4

362.0

43.0

78.8

114.6

150.8

186.6

222.4

294.1

365.7

19.7

37.6

55.5

73.7

91.5

109.4

145.2

181.0

23.3

41.2

59.1

77.1

95.1

113.0

148.9

184.7

29.3 4.0 －

35.8

118

236

354

472

590

708

944

1180

29.4

38.4

56.5

74.6

88.1

104

140

170

3.91

7.74

11.58

15.40

19.26

23.10

30.81

38.54

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S Y
C hain

No.
(ANS I)

Pitc h

S Y 8 0

S Y 8 0 -2

S Y 8 0 -3

S Y 8 0 -4

S Y 8 0 -5

S Y 8 0 -6

S Y 8 0 -8

S Y 8 0 -1 0

P W R

25.40 15.88 15.88 7.93 32.8

61.6

90.9

120.4

149.8

179.1

237.6

296.2

35.5

64.5

94.1

123.5

152.8

182.1

240.6

299.2

16.4

30.8

45.5

60.2

74.9

89.6

118.8

148.1

19.1

33.7

48.6

63.3

77.9

92.5

121.8

151.1

23.4 3.2 －

29.3

78.5

157

236

314

393

471

628

785

19.1

25.0

36.8

48.5

57.3

67.6

91.1

110

2.52

5.10

7.68

10.25

12.84

15.42

20.58

25.81

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

8 0

10 0

※R efer to page 80. “S elec tion of offset link”
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66　　　　　67

36　　40　　43

49

52　　　　　53

57

76　　　　　77

83

S tandard Pac king

1 Unit（10'） 120P 96P

S Y 80

Item S ee P age

S Y 100

Attac hment C hain

R ustless

S L S elf-Lube C hain

S LR  S elf-Lube C hain

MF Maintenanc e Free

Drive C hain S elec tion

Horsepower R ating

R
O

L
L

E
R

C
H
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S
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RO LLER CH AIN S

S Y
C hain

No.
(ANS I)

Pitc h

S Y 1 4 0

S Y 1 4 0 -2

S Y 1 4 0 -3

S Y 1 4 0 -4

S Y 1 4 0 -5

S Y 1 4 0 -6

S Y 1 4 0 -8

S Y 1 4 0 -1 0

S Y 1 2 0

S Y 1 2 0 -2

S Y 1 2 0 -3

S Y 1 2 0 -4

S Y 1 2 0 -5

S Y 1 2 0 -6

S Y 1 2 0 -8

S Y 1 2 0 -1 0

P W R

44.45 25.40 25.4 12.70 54.0

102.9

151.7

201.2

250.1

299.0

396.5

494.3

58.3

107.2

156.3

205.5

254.4

303.3

401.1

498.9

27.0

51.5

75.9

100.6

125.1

149.5

198.3

247.2

31.3

55.7

80.4

104.9

129.3

153.8

202.8

251.7

40.9 5.6 －

48.9

216

432

648

864

1080

1296

1728

2160

52.3

68.3

101

133

157

185

249

302

7.41

14.63

21.91

29.17

36.45

43.72

58.28

72.82

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S Y
C hain

No.
(ANS I)

Pitc h

P W R

38.10 25.40 22.23 11.10 49.5

94.9

140.3

186.1

231.5

276.9

367.5

458.3

53.4

98.8

144.2

190.0

235.4

280.8

371.7

462.5

24.8

47.5

70.2

93.1

115.8

138.5

183.8

229.2

28.6

51.3

74.0

96.9

119.6

142.3

187.9

233.3

35.1 4.8 －

45.4

167

334

501

668

835

1002

1336

1670

39.5

51.7

76.0

100

119

140

188

228

5.76

11.49

17.20

22.92

28.65

34.36

45.81

57.38

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

12 0

14 0

66　　　　　67

36　　　　　40

49

57

76　　　　　77

84

S tandard Pac king

1 Unit(10') 80P 68P

S Y 120

Item S ee P age

S Y 140

Attac hment C hain

R ustless

S L S elf-Lube C hain

MF Maintenanc e Free

Drive C hain S elec tion

Horsepower R atings

※R efer to page 80. “S elec tion of offset link”
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RO LLER CH AIN S
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S Y
C hain

No.
(ANS I)

Pitc h

S Y 1 8 0

S Y 1 8 0 -2

S Y 1 8 0 -3

S Y 1 8 0 -4

S Y 1 8 0 -5

S Y 1 8 0 -6

S Y 1 6 0

S Y 1 6 0 -2

S Y 1 6 0 -3

S Y 1 6 0 -4

S Y 1 6 0 -5

S Y 1 6 0 -6

S Y 1 6 0 -8

S Y 1 6 0 -1 0

P W R

57.15 35.70 35.70 17.45 72.5

138.2

204.5

270.2

336.0

401.8

78.4

144.0

210.2

275.9

341.6

407.3

36.3

69.1

102.3

135.1

173.6

200.9

42.1

74.9

107.9

140.8

173.7

206.4

52.5 7.2 －

65.8

353

706

1059

1412

1765

2118

79.0

98.4

145

191

226

266

13.39

26.62

39.85

53.08

66.31

79.54

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S Y
C hain

No.
(ANS I)

Pitc h

P W R

50.80 31.75 28.58 14.28 64.3

122.8

181.3

240.3

298.8

357.4

474.4

591.4

68.7

127.2

185.7

244.7

303.3

361.7

478.8

595.8

32.2

61.4

90.7

120.2

149.4

178.7

237.2

295.7

36.5

65.8

95.0

124.5

153.9

183.0

241.6

300.1

46.7 6.4 －

58.5

275

550

825

1100

1375

1650

2200

2750

69.0

90.1

133

175

207

244

329

398

9.79

19.45

29.17

38.77

48.43

58.08

77.39

102.86

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

16 0

18 0

※R efer to page 80. “S elec tion of offset link”

66　　　　　67

36　　　　　40

49

57

76　　　　　77

84　　　　　85

S tandard Pac king

1 Unit(10') 60P 54P

S Y 160

Item S ee P age

S Y 180

Attac hment C hain

R ustless

S L S elf-Lube C hain

MF Maintenanc e Free

Drive C hain S elec tion

Horsepower R atings
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RO LLER CH AIN S
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S Y
C hain

No.
(ANS I)

Pitc h

S Y 2 4 0

S Y 2 4 0 -2

S Y 2 4 0 -3

S Y 2 4 0 -4

S Y 2 4 0 -5

S Y 2 4 0 -6

P W R

76.20 47.63 47.63 23.78 96.4

184.2

272.0

359.8

447.6

535.5

104.1

191.8

279.6

367.4

455.2

543.0

48.2

92.1

136.0

179.9

223.8

267.8

55.9

99.7

143.6

187.5

231.4

275.2

70.3 9.5 －

87.8

677

1354

2031

2708

3385

4062

129

167

245

324

383

451

23.64

47.13

70.61

94.09

117.56

141.06

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S Y
C hain

No.
(ANS I)

Pitc h

S Y 2 0 0

S Y 2 0 0 -2

S Y 2 0 0 -3

S Y 2 0 0 -4

S Y 2 0 0 -5

S Y 2 0 0 -6

P W R

63.50 38.10 39.67 19.83 78.5

150.2

221.7

293.3

365.5

437.1

87.0

158.7

230.2

302.4

374.0

445.6

39.3

75.1

110.9

146.7

182.8

218.6

47.7

83.6

119.3

155.7

191.2

227.0

59.8 8.0 －

71.6

451

902

1353

1804

2255

2706

93

122

179

236

279

329

16.93

33.73

50.53

67.34

84.14

100.94

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load※

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

2 0 0

2 4 0

※R efer to page 80. “S elec tion of offset link”
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57

76　　　　　77

85

S tandard Pac king

1 Unit(10') 48P 40P

S Y 200

Item S ee P age

S Y 240

R ustless

MF Maintenanc e Free

Drive C hain S elec tion

Horsepower R atings

R
O

L
L

E
R

C
H

A
IN

S

Adeptrans Cadenas y Transmisiones

www.adeptrans.es  ·  +34 916 946 486  ·  info@adeptrans.es



BS Straight Sidebar Chains

S Y
C hain

No.
Pitc h

0 6 B -F

0 8 B -F

1 0 B -F

1 2 B -F

1 6 B -F

2 0 B -F

2 4 B -F

2 8 B -F

3 2 B -F

P W R

9.525

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

5.72

7.75

9.65

11.68

17.02

19.56

25.40

30.99

30.99

6.35

8.51

10.16

12.07

15.88

19.05

25.40

27.94

29.21

3.28

4.45

5.08

5.72

8.26

10.16

14.63

15.88

17.81

12.6

16.7

19.0

22.0

35.1

40.2

53.4

65.1

65.0

13.4

18.0

20.7

23.6

38.2

44.0

58.1

70.5

71.1

6.3

8.4

9.5

11.0

17.6

20.1

26.7

32.6

32.5

7.1

9.6

11.2

12.6

20.5

23.9

31.4

37.9

38.6

8.2

11.8

14.7

16.1

20.3

26.0

32.7

36.6

41.7

1.0  8.92

17.8

22.3

28.9

60.8

95.1

161.0

201.0

250.0

 8.92

17.8

22.3

28.9

60.8

95.1

161.0

201.0

250.0

1.77

3.14

4.90

7.06

12.6

19.6

27.5

34.3

39.2

0.48

0.68

0.99

1.27

2.9

4.21

8.16

10.37

11.11

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic kness

Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T1 T2 TP kN kN kg/m

1.5

1.65

1.8

3.2

3.5

4.8

6.3

6.3

4.0

4.5

5.9

7.4

6.9

1.25

SY BS Straight Sidebar chains are identical with BS standard chains except for the straight side 
plates.  They offer higher fatigue resistance than the standard chains.  H owever, the main usage is 
for conveyor applications when a flat side plate is needed.  Sprockets for BS standard chains may 
be used for these chains.  The suffix F is used for identification of Straight Sidebar Chains.

RO LLER CH AIN S

Type
of
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Link
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RO LLER CH AIN S

AN SI  Straight Sidebar Chains

S Y
C hain

No.

Pitc h

S Y  3 5 F

S Y  4 0 F

S Y  5 0 F

S Y  6 0 F

S Y  8 0 F

S Y  1 0 0 F

S Y  1 2 0 F

S Y  1 4 0 F

S Y  1 6 0 F

S Y  2 0 0 F

S Y  2 4 0 F

P W R

9.525

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

63.50

76.20

4.78

7.95

9.53

12.70

15.88

19.05

25.40

25.40

31.75

38.1

47.63

5.08

7.92

10.16

11.91

15.88

19.05

22.23

25.40

28.58

39.67

47.63

3.58

3.96

5.08

5.95

7.93

9.53

11.1 

12.7 

14.28

19.83

23.78

12.0

16.5

20.4

25.5

32.8

39.4

49.5

54.0

64.3

78.5

96.4

12.9

17.7

21.9

26.9

35.0

43.0

53.4

58.3

68.7

87.0

104.1

6.0

8.3

10.2

12.8

16.4

19.7

24.8

27.0

32.2

39.3

48.2

6.9

9.4

11.7

14.1

18.6

23.3

28.6

31.3

36.5

47.7

55.9

9.0

11.7

14.6

17.5

23.4

29.3

35.1

40.9

46.7

59.8

70.3

1.25

1.5

2.0

2.4

3.2

4.0

4.8

5.6

6.4

8.0

9.5

10.8

19.1

31.9

43.1

78.5

118

167

216

275

451

677

2.23

4.17

7.22

10.7

18.4

28.3

38.0

50.3

66.3

82.3

112.8

0.38

0.67

1.1

1.63

2.82

4.37

6.45

8.29

10.96

18.96

26.47

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

SY AN SI Straight Sidebar chains are identical with AN SI standard chains except for the straight side      
plates.  They offer higher fatigue resistance than the standard chains.  H owever, the main usage is 
for conveyor applications when a flat side plate is needed.  Sprockets for AN SI standard chains 
may be used for these chains.  The suffix F is used for identification of Straight Sidebar Chains.

Type
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S pc I
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RO LLER CH AIN S

H eavy Series Roller Chains (H  Series) 

24

S I N G L E  S T R A N D S

SY H -series roller chains have increased link plate thickness to provide greater capacity without fa-
tigue failure.  Link plate thickness is that of the next larger size chain.  The through-hardened high-
tensile structural steel pins are standard.  Single roller chains of this series run on standard single 
roller chain sprockets, however, multiple strand chains require special sprockets

S Y
C hain

No.

Pitc h

S Y  6 0 H

S Y  8 0 H

S Y 1 0 0 H

S Y 1 2 0 H

S Y 1 4 0 H

S Y 1 6 0 H

S Y 1 8 0 H

S Y 2 0 0 H

S Y 2 4 0 H

P W R

19.05

25.40

31.75

38.10

44.45

50.80

57.15

63.50

76.20

12.70

15.88

19.05

25.40

25.40

31.75

35.70

38.10

47.63

11.91

15.88

19.05

22.23

25.40

28.58

35.70

39.67

47.63

5.95

7.93

9.53

11.10

12.70

14.28

17.45

19.83

23.78

28.8

35.7

42.4

52.8

57.2

67.9

75.6

84.8

109.8

30.8

38.7

45.9

57.2

61.8

73.0

81.5

93.4

118.2

14.4

17.9

21.2

26.4

28.6

34.0

37.8

42.4

54.9

16.4

20.8

24.7

30.8

33.2

39.0

43.7

51.0

63.3

17.5

23.4

29.3

35.1

40.9

46.7

52.5

59.8

72.4

3.2

4.0

4.8

5.6

6.4

7.2

8.0

9.5

12.7

54.9

90.2

137

186

241

306

373

520

726

10.7

18.4

28.3

38.0

50.3

66.3

70.6

82.3

112.8

1.80

2.81

4.14

5.83

8.41

10.86

15.18

17.85

32.29

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

Type
of

C onn
Link

S

C

R
O

L
L

E
R

C
H

A
IN

S

※R efer to page 80. “S elec tion of offset link”

Adeptrans Cadenas y Transmisiones

www.adeptrans.es  ·  +34 916 946 486  ·  info@adeptrans.es



RO LLER CH AIN S
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S Y
C hain

No.

Pitc h

S Y  6 0 H -2

S Y  6 0 H -3

S Y  6 0 H -4

S Y  8 0 H -2

S Y  8 0 H -3

S Y  8 0 H -4

S Y  8 0 H -5

S Y  8 0 H -6

S Y  8 0 H -8

S Y 1 0 0 H -2

S Y 1 0 0 H -3

S Y 1 0 0 H -4

S Y 1 0 0 H -5

S Y 1 0 0 H -6

S Y 1 0 0 H -8

S Y 1 0 0 H -1 0

S Y 1 2 0 H -2

S Y 1 2 0 H -3

S Y 1 2 0 H -4

S Y 1 2 0 H -5

S Y 1 2 0 H -6

S Y 1 2 0 H -8

S Y 1 2 0 H -1 0

S Y 1 4 0 H -2

S Y 1 4 0 H -3

S Y 1 4 0 H -4

S Y 1 4 0 H -5

S Y 1 4 0 H -6

S Y 1 4 0 H -8

S Y 1 6 0 H -2

S Y 1 6 0 H -3

S Y 1 6 0 H -4

S Y 1 6 0 H -6

S Y 1 8 0 H -2

S Y 1 8 0 H -3

S Y 1 8 0 H -4

S Y 2 0 0 H -2

S Y 2 0 0 H -3

S Y 2 0 0 H -4

S Y 2 4 0 H -2

S Y 2 4 0 H -3

S Y 2 4 0 H -4

P W R

19.05

25.40

31.75

38.10

44.45

50.8

57.15

63.50

76.20

12.70

15.88

19.05

25.40

25.40

31.75

35.70

38.10

47.63

11.91

15.88

19.05

22.23

25.40

28.58

35.70

39.67

47.63

5.95

7.93

9.53

11.10

12.70

14.28

17.45

19.84

23.78

54.9

80.6

107.1

68.4

101.0

133.6

166.2

198.8

264.0

81.6

120.7

159.4

198.5

238.2

316.4

394.6

102.0

150.6

199.2

247.8

297.6

395.4

493.2

109.4

161.8

214.0

266.2

318.4

422.8

129.8

191.8

253.7

377.5

144.2

212.8

281.4

163.1

241.4

319.8

211.0

312.2

413.4

57.0

83.1

109.3

71.3

104.0

136.7

169.3

201.9

267.1

85.0

124.4

163.2

202.3

241.8

320.0

398.2

106.1

154.6

203.2

252.6

301.9

399.7

497.5

114.0

166.4

218.7

270.9

323.1

427.5

134.9

196.8

258.8

382.6

149.8

218.7

287.4

172.0

250.3

328.6

219.4

320.6

421.8

27.4

40.3

53.6

34.2

50.5

66.8

83.1

99.4

132.0

40.8

60.4

79.7

99.3

119.1

158.2

197.3

51.0

75.3

99.6

123.9

148.8

197.7

246.6

54.7

80.9

107.0

133.1

159.2

211.4

64.9

95.9

126.9

188.8

72.1

106.4

140.7

81.6

120.7

159.9

105.5

156.1

206.7

29.6

42.8

55.7

37.1

53.5

69.9

86.2

102.5

135.1

44.2

64.0

83.5

103.0

122.7

161.8

200.9

55.1

79.3

103.6

128.7

153.1

202.0

250.9

59.3

85.5

111.7

137.8

163.9

216.1

70.0

100.9

131.9

193.8

77.7

112.3

146.7

90.4

129.6

168.7

113.9

164.5

215.1

17.5

23.4

29.3

35.1

40.9

46.7

52.5

59.8

72.4

3.2

4.0

4.8

5.6

6.4

7.2

8.0

9.5

12.7

26.1

32.6

39.1

48.9

52.2

61.9

68.6

78.3

101.2

110

165

220

180

271

361

451

541

722

274

414

548

685

822

1096

1370

372

558

744

930

1116

1488

1860

482

723

964

1205

1446

1928

612

918

1224

1836

746

1119

1492

1040

1560

2080

1452

2178

2904

15.2

22.3

29.4

25.8

38.0

50.2

59.3

69.9

94.2

39.1

57.5

75.9

89.7

106

143

173

53.4

78.5

104

123

144

195

236

70.0

103

136

161

190

255

93.3

137

181

253

102

149

197

127

186

246

173

255

336

3.59

5.39

7.18

5.54

8.26

10.98

13.71

16.43

21.88

8.20

12.26

16.33

20.39

24.45

32.58

40.70

11.56

17.29

23.02

28.75

34.48

45.94

57.40

16.59

24.77

32.96

41.15

49.33

65.78

21.21

31.54

41.89

62.58

31.06

44.94

59.83

35.20

62.53

69.94

62.06

91.82

121.58

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

M U L T I P L E  S T R A N D S R
O

L
L

E
R

C
H
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S
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JQA -QM5873L icensed under
Spec. 7F-0025

RO LLER CH AIN S

O il-Field Chains 

26

S Y
C hain

No.

Pitc h

S Y  8 0 E

S Y  8 0 E -2

S Y  8 0 E -3

S Y  8 0 E -4

S Y  8 0 E -5

S Y  8 0 E -6

S Y  8 0 E -8

S Y 1 0 0 E

S Y 1 0 0 E -2

S Y 1 0 0 E -3

S Y 1 0 0 E -4

S Y 1 0 0 E -5

S Y 1 0 0 E -6

S Y 1 0 0 E -8

S Y 1 0 0 E -1 0

S Y 1 2 0 E

S Y 1 2 0 E -2

S Y 1 2 0 E -3

S Y 1 2 0 E -4

S Y 1 2 0 E -5

S Y 1 2 0 E -6

S Y 1 2 0 E -8

S Y 1 2 0 E -1 0

P W R

25.4

31.75

38.10

15.88

19.05

25.40

15.88

19.05

22.23

7.93

9.53

11.10

32.8

61.6

90.9

120.4

149.8

179.1

237.6

39.4

75.1

110.9

147.4

183.0

218.8

290.4

362.0

49.5

94.9

140.3

186.1

231.5

276.9

367.5

458.3

35.5

64.5

94.1

123.5

152.8

182.1

240.6

43.0

78.8

114.6

150.8

186.6

222.4

294.1

365.7

53.4

98.8

144.2

190.0

235.4

280.8

371.7

462.5

16.4

30.8

45.5

60.2

74.9

89.6

118.8

19.7

37.6

55.5

73.7

91.5

109.4

145.2

181.0

24.8

47.5

70.2

93.1

115.8

138.5

183.8

229.2

19.1

33.7

48.6

63.3

77.9

92.5

121.8

23.3

41.2

59.1

77.1

95.1

113.0

148.9

184.7

28.6

51.3

74.0

96.9

119.6

142.3

187.9

233.3

23.4

29.3

35.1

3.2

4.0

4.8

－

29.3

－

35.8

－

45.4

79.4

159

238

318

397

476

635

119

238

357

476

595

714

952

1190

174

348

522

696

870

1044

1392

1740

18.4

26.7

39.3

51.8

61.2

72.2

97.3

28.3

40.8

60.0

79.2

93.6

110

149

180

38.0

54.2

79.8

105

124

147

198

239

2.52

5.10

7.68

10.25

12.84

15.42

20.58

3.91

7.74

11.58

15.40

19.26

23.10

30.81

38.54

5.76

11.49

17.20

22.92

28.65

34.36

45.81

57.38

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

SY O il-Field chains are certified by API 
(American Petroleum Institute) and regis-
tered with API V ender #7F-0025. (API Mon-
ogram licensee) Specify the chain construc-
tion-press fit or slip fit if optional- for multi-
ple strand chain.  Multiple strand chains 
with press-fit center plates have significantly 
greater fatigue strength than their slip-fit 
center plate counterparts.

E  T Y P E

R
O
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L
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R
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RO LLER CH AIN S
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S Y
C hain

No.

Pitc h

S Y 1 4 0 E

S Y 1 4 0 E -2

S Y 1 4 0 E -3

S Y 1 4 0 E -4

S Y 1 4 0 E -5

S Y 1 4 0 E -6

S Y 1 4 0 E -8

S Y 1 6 0 E

S Y 1 6 0 E -2

S Y 1 6 0 E -3

S Y 1 6 0 E -4

S Y 1 6 0 E -6

S Y 1 8 0 E

S Y 1 8 0 E -2

S Y 1 8 0 E -3

S Y 1 8 0 E -4

S Y 2 0 0 E

S Y 2 0 0 E -2

S Y 2 0 0 E -3

S Y 2 0 0 E -4

S Y 2 4 0 E

S Y 2 4 0 E -2

S Y 2 4 0 E -3

S Y 2 4 0 E -4  

P W R

  44.45

50.80

57.15

63.50

76.20

25.40

31.75

35.70

38.10

47.63

25.40

28.58

35.70

39.67

47.63

12.70

14.28

17.45

19.83

23.78

54.0

102.9

151.7

201.2

250.1

299.0

396.5

64.3

122.8

181.3

240.3

298.8

72.5

138.2

204.5

270.2

78.5

150.2

221.7

293.3

96.4

184.2

272.0

359.8

58.3

107.2

156.3

205.5

254.4

303.3

401.1

68.7

127.2

185.7

244.7

303.3

78.4

144.0

210.2

275.9

87.0

158.7

230.2

302.4

104.1

191.8

279.6

367.4

27.0

51.5

75.9

100.6

125.1

149.5

198.3

32.2

61.4

90.7

120.2

149.4

36.3

69.1

102.3

135.1

39.3

75.1

110.9

146.7

48.2

92.1

136.0

179.9

31.3

55.7

80.4

104.9

129.3

153.8

202.8

36.5

65.8

95.0

124.5

153.9

42.1

74.9

107.9

140.8

47.7

83.6

119.3

155.7

55.9

99.7

143.6

187.5

40.9

46.7

52.5

59.8

70.3

5.6

6.4

7.2

8.0

9.5

－

48.9

－

58.5

－

65.8

－

71.6

－

87.8

227

454

681

908

1135

1362

1816

294

588

882

1176

1764

363

726

1089

1452

470

940

1410

1880

677

1354

2031

2708

50.3

73.2

108

142

168

198

267

66.3

95.0

140

184

257

70.6

102

150

197

82.3

130

191

252

112.8

179

263

347

7.41

14.63

21.91

29.17

36.45

43.72

58.28

9.79

19.45

29.17

38.77

58.08

13.39

26.62

39.85

53.08

16.93

33.73

50.53

67.34

23.64

47.13

70.61

94.09

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

R
O

L
L

E
R

C
H

A
IN

S

Bushed Center plate Link (BCL) is available.   The BCL connecting link consists of two center 
plates held together tightly with two press-fit bushings.   These features minimize the potential of 
any relative motion between pins and bushings, and it helps with equal distribution of chain-load 
across pins. 

BCL Connecting links provided with press-fit type chains
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RO LLER CH AIN S

O il-Field Chains (H eavy Series)

28

S Y
C hain

No.

Pitc h

S Y  8 0 H E

S Y  8 0 H E -2

S Y  8 0 H E -3

S Y  8 0 H E -4

S Y  8 0 H E -5

S Y  8 0 H E -6

S Y  8 0 H E -8

S Y 1 0 0 H E

S Y 1 0 0 H E -2

S Y 1 0 0 H E -3

S Y 1 0 0 H E -4

S Y 1 0 0 H E -5

S Y 1 0 0 H E -6

S Y 1 0 0 H E -8

S Y 1 0 0 H E -1 0

S Y 1 2 0 H E

S Y 1 2 0 H E -2

S Y 1 2 0 H E -3

S Y 1 2 0 H E -4

S Y 1 2 0 H E -5

S Y 1 2 0 H E -6

S Y 1 2 0 H E -8

S Y 1 2 0 H E -1 0

P W R

25.4

31.75

38.10

15.88

19.05

25.40

15.88

19.05

22.23

7.93

9.53

11.10

35.5

68.4

101.0

133.6

166.2

199.0

264.0

42.2

81.6

120.7

159.0

198.5

238.2

316.4

394.6

52.6

102.0

150.6

199.2

247.8

297.6

395.4

493.2

38.8

71.3

104.0

136.7

169.3

201.9

267.1

45.7

85.0

124.4

163.5

202.3

241.8

320.0

398.2

57.0

106.1

154.6

203.7

252.6

301.5

399.7

497.5

17.8

34.2

50.5

66.8

83.1

99.4

132.0

21.1

40.8

60.4

79.7

99.3

119.1

158.2

197.3

26.3

51.0

75.3

99.6

123.9

148.8

197.7

246.6

21.1

37.1

53.5

69.9

86.2

102.5

135.1

24.6

44.2

64.0

83.5

103.0

122.7

161.8

200.9

30.7

55.1

79.3

104.1

128.7

152.7

202.0

250.9

23.4

29.3

35.1

4.0

4.8

5.6

－

32.6

－

39.1

－

48.9

93.2

186

280

373

466

559

746

142

284

426

568

710

852

1136

1420

191

382

573

764

955

1146

1528

1910

18.4

28.4

41.8

55.1

65.1

76.8

104

28.3

45.1

66.3

87.5

103

122

164

199

38.0

58.3

85.8

113

134

158

213

257

2.80

5.54

8.26

10.98

13.71

16.43

21.88

4.14

8.20

12.26

16.33

20.39

24.45

32.58

40.70

5.83

11.56

17.29

23.02

28.75

34.48

45.94

57.40

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

H E  T Y P E

SY H eavy series O il-Field roller chains are 
designed with thicker side plates to insure 
greater capacity for absorbing shock loads 
without fatigue failure of side plates.  Also 
manufactured to optimal tolerances in 
accordance with AN SI specifications and 
are mainly used for applications where 
space and design limitations prohibit the 
use of a large size roller chain, and yet 
greater load carrying capacities are needed 
in oil-field drilling operations.
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RO LLER CH AIN S
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S Y
C hain

No.

Pitc h

S Y 1 4 0 H E

S Y 1 4 0 H E -2

S Y 1 4 0 H E -3

S Y 1 4 0 H E -4

S Y 1 4 0 H E -5

S Y 1 4 0 H E -6

S Y 1 4 0 H E -8

S Y 1 6 0 H E

S Y 1 6 0 H E -2

S Y 1 6 0 H E -3

S Y 1 6 0 H E -4

S Y 1 6 0 H E -6

S Y 1 8 0 H E

S Y 1 8 0 H E -2

S Y 1 8 0 H E -3

S Y 1 8 0 H E -4

S Y 2 0 0 H E

S Y 2 0 0 H E -2

S Y 2 0 0 H E -3

S Y 2 0 0 H E -4

S Y 2 4 0 H E

S Y 2 4 0 H E -2

S Y 2 4 0 H E -3

S Y 2 4 0 H E -4

P W R

44.45

50.80

57.15

63.50

76.20

25.40

31.75

35.70

38.10

47.63

25.40

28.58

35.70

39.67

47.63

12.70

14.28

17.45

19.83

23.78

57.0

109.4

161.8

214.0

266.2

318.4

422.8

67.7

129.8

191.8

253.7

377.5

75.7

144.2

212.8

281.4

84.9

163.1

241.4

319.8

110.2

211.6

312.6

414.0

61.6

114.0

166.4

218.7

270.9

323.1

427.5

72.9

134.9

196.8

258.8

382.6

81.3

149.8

218.7

287.4

93.3

172.0

250.3

328.6

117.7

218.9

320.1

421.3

28.5

54.7

80.9

107.0

133.1

159.2

211.4

33.9

64.9

95.9

126.9

188.8

37.9

72.1

106.4

140.7

42.5

81.6

120.7

159.9

55.6

105.8

156.3

207.0

33.1

59.3

85.5

111.7

137.8

163.9

216.1

39.1

70.0

100.9

131.9

193.8

43.5

77.7

112.3

146.7

50.8

90.4

129.6

168.7

62.0

113.1

163.8

214.3

40.9

46.7

52.5

59.8

72.4

6.4

7.2

8.0

9.5

12.7

52.2

61.9

68.6

78.3

101.2

252

504

756

1008

1260

1512

2016

319

638

957

1276

1914

441

882

1323

1764

559

1118

1677

2236

883

1766

2649

3532

50.3

76.7

113

149

176

207

280

66.3

100.

147

194

270

70.6

121

179

236

82.3

138

204

269

112.8

192

283

373

8.41

16.59

24.77

32.96

41.15

49.33

65.78

10.86

21.21

31.54

41.89

62.58

15.18

30.06

44.94

59.83

17.85

35.20

52.53

69.94

32.29

62.06

91.82

121.58

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m R
O

L
L

E
R

C
H
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Super Roller Chains

30

S Y
C hain

No.
(ANS I)

Pitc h

S U P E R  8 0

S U P E R  1 0 0

S U P E R  1 2 0

S U P E R  1 4 0

S U P E R  1 6 0

S U P E R  2 0 0

S U P E R  2 4 0

S U P E R  8 0 H

S U P E R  1 0 0 H

S U P E R  1 2 0 H

S U P E R  1 4 0 H

S U P E R  1 6 0 H

P W R

25.40

31.75

38.10

44.45

50.80

63.50

76.20

25.40

31.75

38.10

44.45

50.80

15.88

19.05

25.40

25.40

31.75

38.10

47.63

15.88

19.05

25.40

25.40

31.75

15.88

19.05

22.23

25.40

28.58

39.67

47.63

15.88

19.05

22.23

25.40

28.58

7.93

9.53

11.10

12.70

14.28

19.83

23.78

7.93

9.53

11.10

12.70

14.28

32.6

39.8

49.7

54.0

64.4

78.6

96.4

35.9

42.6

52.8

57.2

67.9

35.5

43.2

53.7

58.3

69.0

86.2

103.4

38.9

46.2

57.3

61.9

72.8

16.3

19.9

24.9

27.0

32.2

39.3

48.2

18.0

21.3

26.4

28.6

34.0

19.2

23.3

28.8

31.3

36.8

46.9

55.2

20.9

24.9

30.9

33.3

38.8

24.1

30.1

36.2

42.2

48.2

60.3

72.4

24.1

30.1

36.2

42.2

48.2

3.2

4.0

4.8

5.6

6.4

8.0

9.5

4.0

4.8

5.6

6.4

7.1

84.3

127

186

245

314

490

726

98.1

145

196

255

324

18.6

30.4

39.2

53.9

70.6

94.1

132

20.6

32.4

42.2

56.9

73.5

2.81

4.26

6.30

8.04

10.8

17.6

25.6

3.33

4.88

6.94

8.87

11.7

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Note: 1. Offset links  are not available.       
         2. C otter type c hain will be provided upon request.       
         3. R iveted c hain will be supplied unless  otherwise spec ified.       
         4. Press-fitted type c onnec ting links  will be supplied. 

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

S I N G L E  S T R A N D S

SY Super &  Super H eavy series chains are designed to provide longer chain life under severe 
loads.  Enhanced plate configuration and ball milling plate holes ensure greater tensile strength 
and resistance to fatigue failure.  H igh-grade alloy steel and four point riveting provide higher 
shock load capacities.  Super H eavy series chains have side plate thickness of the next larger chain 
size.  Both Super and Super H eavy run on standard sprockets. 
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S Y
C hain

No.
Pitc h

S U P E R 8 0 -2

S U P E R 8 0 -3

S U P E R 8 0 -4

S U P E R 1 0 0 -2

S U P E R 1 0 0 -3

S U P E R 1 0 0 -4

S U P E R 1 2 0 -2

S U P E R 1 2 0 -3

S U P E R 1 2 0 -4

S U P E R 1 4 0 -2

S U P E R 1 4 0 -3

S U P E R 1 4 0 -4

S U P E R 1 6 0 -2

S U P E R 1 6 0 -3

S U P E R 1 6 0 -4

S U P E R 2 0 0 -2

S U P E R 2 0 0 -3

S U P E R 2 0 0 -4

S U P E R 2 4 0 -2

S U P E R 2 4 0 -3

S U P E R 2 4 0 -4

S U P E R  8 0 H -2

S U P E R  8 0 H -3

S U P E R 1 0 0 H -2

S U P E R 1 0 0 H -3

S U P E R 1 2 0 H -2

S U P E R 1 2 0 H -3

S U P E R 1 4 0 H -2

S U P R R 1 4 0 H -3

S U P E R 1 6 0 H -2

S U P E R 1 6 0 H -3

P W R

25.40

31.75

38.10

44.45

50.80

63.50

76.20

25.40

31.75

38.10

44.45

50.80

15.88

19.05

25.40

25.40

31.75

38.10

47.63

15.88

19.05

25.40

25.40

31.75

15.88

19.05

22.23

25.40

28.58

39.67

47.63

15.88

19.05

22.23

25.40

28.58

7.93

9.53

11.10

12.70

14.28

19.83

23.78

7.93

9.53

11.10

12.70

14.28

62.0

91.3

120.6

75.4

111.2

147.0

95.4

140.8

186.2

103.3

152.2

201.1

123.2

181.7

240.2

150.6

222.2

293.8

184.2

272.0

359.8

68.6

101.2

81.6

120.7

102.0

150.9

109.6

161.8

130.

192.

64.9

94.2

123.5

79.0

114.8

150.6

99.4

144.8

190.2

107.6

156.5

205.4

127.8

186.3

244.8

158.2

229.8

301.4

191.2

279.0

366.8

71.6

104.2

85.4

124.5

106.4

155.4

114.2

166.5

134.8

196.8

31.0

45.7

60.3

37.7

55.6

73.5

47.7

70.4

93.1

51.7

76.1

100.6

61.6

90.9

120.1

75.3

111.1

146.9

92.1

136.0

179.9

34.3

50.6

40.8

60.4

51.0

75.5

54.8

80.9

65.

96.

33.9

48.5

63.2

41.3

59.2

77.1

51.7

74.4

97.1

55.9

80.4

104.8

66.2

95.4

124.7

82.9

118.7

154.5

99.1

143.0

186.9

37.3

53.6

44.6

64.1

55.4

79.9

59.4

85.6

69.8

100.8

24.1

30.1

36.2

42.2

48.2

60.3

72.4

24.1

30.1

36.2

42.2

48.2

3.2

4.0

4.8

5.6

6.4

8.0

9.5

4.0

4.8

5.6

6.4

7.1

29.3

35.8

45.4

48.9

58.5

71.6

87.8

32.6

39.1

48.9

52.2

61.9

169

253

337

254

381

508

372

558

744

490

735

980

628

942

1256

980

1470

1960

1452

2178

2904

196.2

294.3

290

435

392

588

510

765

648

972

31.6

46.5

61.4

51.7

76.0

100

66.6

98.0

129

91.6

135

178

120

177

233

160

235

311

224

330

436

35.02

51.5

55.08

81.0

71.74

105.5

96.73

142.25

124.95

183.75

5.63

8.41

11.18

8.38

12.57

16.77

12.44

18.65

24.85

15.92

23.84

30.72

21.44

32.10

42.84

34.91

52.44

69.74

50.88

76.12

101.40

6.67

9.96

9.6

14.4

13.71

20.55

17.56

26.3

23.15

34.67

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

M U L T I P L E  S T R A N D S
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D ouble Capacity Chains
D ouble Capacity chain consists of twice the amount of side plates as single strand chain, and its 
working load is close to standard double strand chain.  D ouble Capacity Chain runs on standard 
single roller chain sprocket, however, multiple strand chains require special sprocket.        
Chain speed should be less than 50 m/min.

S Y
C hain

No.
Pitc h

Pitc h

1 6 B D C・T C・F C

2 0 B D C・T C・F C

2 4 B D C・T C・F C

2 8 B D C・T C・F C

3 2 B D C・T C・F C

　8 0 D C・T C・F C

1 0 0 D C・T C・F C

1 2 0 D C・T C・F C

1 4 0 D C・T C・F C

1 6 0 D C・T C・F C

1 8 0 D C・T C・F C

2 0 0 D C・T C・F C

2 4 0 D C・T C・F C

P W R

25.40

31.75

38.10

44.45

50.80

25.40

31.75

38.10

44.45

50.80

57.15

63.50

76.20

17.02

19.56

25.40

31.00

31.00

15.88

19.05

25.40

25.40

31.75

35.70

38.10

47.63

15.88

19.05

25.40

27.94

29.21

15.88

19.05

22.23

25.40

28.58

35.70

39.67

47.63

8.26

10.16

14.63

15.88

17.81

7.93

9.53

11.10

12.70

14.28

17.45

19.83

23.78

50.0

56.0

75.4

93.0

92.4

45.6

55.8

69.0

76.4

90.0

101.6

111.2

135.6

53.2

60.4

80.5

98.8

98.5

48.7

59.5

73.3

81.1

95.1

107.7

120.0

143.2

31.9

36.5

48.4

59.6

58.6

29.3

35.8

45.4

48.9

58.5

65.8

71.6

87.8

44.7

50.5

68.0

84.8

83.8

42.1

51.8

64.2

71.3

84.1

94.6

103.6

125.8

130

201

340

424

520

149

224

317

410

522

670

857

1286

195

301

510

636

780

223

336

475

615

783

1009

1285

1929

260

402

680

848

1040

298

448

634

820

1044

1340

1714

2572

19.5

30.2

51.2

63.8

78.4

22.4

33.5

49.0

64.4

79.8

103.0

133.0

193.0

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Transverse

Length

Average
Ultimate
S trength

LR 1 LC 1 TP1 TP2 DC DCTC

（kN）

FC

Maximum
Allowable
Load（kN）

DC（×2）

LR2＝LR1＋TP1

LC2＝LC1＋TP1

LR3＝LR1＋TP2

LC3＝LC1＋TP2

TC（×3）

FC（×4）

R
O

L
L

E
R

C
H

A
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S

L C1
W L R1

L C2
L R2

L C3
T P2

L R3

W

W

T P1
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D O U B L E  P I T C H  T Y P E

S Y
C hain

No.
Pitc h

2 0 4 0  D C

2 0 5 0  D C

2 0 6 0 H  D C

2 0 8 0 H  D C

2 1 0 0 H  D C

2 1 2 0 H  D C

2 1 6 0 H  D C

P W R

25.40

31.75

38.10

50.80

63.50

76.20

101.60

7.95

9.53

12.70

15.88

19.05

25.40

31.75

7.92

10.16

11.91

15.88

19.05

22.23

28.58

3.96

5.08

5.95

7.93

9.53

11.10

14.28

23.0

28.8

42.2

52.0

62.0

77.8

97.4

24.7

30.5

44.2

55.1

65.6

82.1

102.6

11.5

14.4

21.1

26.0

31.0

38.9

48.7

13.2

16.1

23.1

29.1

34.6

43.2

53.9

11.4

15.0

17.0

22.6

28.6

34.9

47.6

1.5

2.0

3.2

4.0

4.8

5.6

7.2

38.2

63.8

109.8

180.4

274.0

372.0

612.0

4.02

6.72

11.56

18.99

28.84

39.16

64.42

0.50

0.85

1.46

2.50

3.81

5.50

9.27

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

S Y
C hain

No.
Pitc h

S Y  2 5 1 S

S Y  2 6 4 S

P W R

50.80

63.50

31.75

38.10

28.58

39.67

15.88

22.22

67.9

85.8

73.2

94.5

34.0

42.9

39.2

51.6

46.7

59.8

7.2

9.5

333

556

58.8

81.4

11.31

19.27

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximu
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

S-Series Roller Chains
S-series roller chains are designed to meet the requirements of greater breaking strength and 
maximum endurance.  The thickness of link plates of S-series is the same as that of the next larger 
sizes of corresponding pitch chain.  The through hardened pin with larger diameter than standard 
provides a greater shock load resistance.  S-Series Roller chain runs on standard sprockets.        

33
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D O U BLE PITCH  RO LLER CH AIN S

D ouble Pitch Roller Chains
(D rive Series - Transmission series) 

D R I V E  S E R I E S

S Y
C hain

No.
(ANS I)

Pitc h

A 2 0 4 0

A 2 0 5 0

A 2 0 6 0

A 2 0 8 0

P W R

25.40

31.75

38.10

50.80

7.95

9.53

12.70

15.88

7.92

10.16

11.91

15.88

3.96

5.08

5.95

7.93

16.5

20.4

25.5

32.8

17.9

22.0

26.9

35.2

8.3

10.2

12.8

16.4

9.6

11.8

14.1

18.8

11.4

15.0

17.0

22.6

1.5

2.0

2.4

3.2

16.9

27.5

40.2

68.6

3.63

6.28

8.63

14.7

0.43

0.73

1.03

1.71

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

SY D ouble Pitch roller chain is similar to SY standard roller chain, except the pitch is twice that of 
standard roller chain.  These chains weigh less and are lower in cost than standard roller chain of 
the same strength.  They are ideal for slow and moderate speed applications, particularly when 
shaft centers are relatively long.        
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AQ U A-Proof Roller Chains (AP-Series)

1000 (no rust)

72 － 96

120 － 240

120 － 240

(hours)C HA INS Initial rus t obs erved

(hours)Initial rus t obs erved

AP-S eries

G lossy c hromating

C olored c hromating

Molten zinc  plating

SY's Aqua-Proof roller chains are the perfect choice where corrosion resistance and high 
strength are needed. AP-Series chains are treated with a special rust preventative dual 
coating and its corrosion resistance is far superior to nickel or zinc plated chains.       
N o hydrogen embrittlement failures and same strength as Silver SBR steel roller chain

F eature  

W ash-down applications    
O utdoor service    
Farm equipment    
Paper mills       
Mining Industries 

Applications   
#40 - #240
Attachment chain is available.

Applicable C hains  

Linkplate：for anticorrosion
O ther parts：for anticorrosion and to reduce friction

P urpose of S pecial surface treatment 

AQ U A-Proof Roller Chains should not be used in applications where chain may come in 
contact with food.  SY always recommends using stainless steel when contact with food is 
possible.

C aution

SY40AP - SY240AP
Attachment chain is available.
For identification, a suffix is added to the chain numbers.

Applicable C hains

Note: S Y 's  Aqua-P roof (AP ) R oller chains  with full line of attachments  are available.

R esults  of corros ion res is tant tests

48

600 － 840

After 840 hours － No rust

C HA INS

Nic kel plated

AP-S eries

304 S tainless  S teel

B S  S T A NDA R D R OL L E R  C HA INS

A NS I S T A NDA R D R OL L E R  C HA INS

HE A V Y -S E R IE S  R OL L E R  C HA INS

S -S E R IE S  R OL L E R  C HA INS

S UP E R  R OL L E R  C HA INS

OIL -F IE L D C HA INS

R OL L E R L E S S  C HA INS

S T R A IG HT  S IDE B A R  C HA INS

DOUB L E  P IT C H R OL L E R  C HA INS  etc .

T H E  U L T I M A T E  R O L L E R  C H A I N L O N G  L I F E  S E R I E S

S B R
A QUA -P R OOF

R OL L E R  C HA IN

¨

40

RU STLESS CH AIN S

S alt spray test

S aturated salt water Immers ion T est
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S T ANDAR D 
T est results  after 3 days      
chains  left outdoors      
water-sprayed once
in the morning and
evening

T est results  after 15 days
chains  left outdoors
water-sprayed once
in the morning and
evening

T est results  after 15 days
chains  left indoors
5% salt solution sprayed
once in the morning and
evening

3days  after

15days  after

15days  after

NP

NP

S T AINLE S S  S T E E L AP

W ater/Salt W ater Corrosion Resistance Test

S T ANDAR D AP

AP

S T AINLE S S  S T E E L

S T ANDAR D NP S T AINLE S S  S T E E L

41
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N P  B S  S T A N D A R D

S Y
C hain

No.
Pitc h

0 6 B -N P

0 8 B -N P

1 0 B -N P

1 2 B -N P

1 6 B -N P

2 0 B -N P

0 6 B -N P -2

0 8 B -N P -2

1 0 B -N P -2

1 2 B -N P -2

1 6 B -N P -2

2 0 B -N P -2

P

8.92

17.8

22.2

28.9

60

95

16.9

31.1

44.5

57.8

106

170

1.77

3.14

4.90

7.06

12.6

19.6

3.00

5.35

8.33

12.0

21.4

33.3

0.43

0.61

0.89

1.14

2.59

3.76

0.81

1.26

1.79

2.28

5.13

7.26

R oller

Width  Dia.  Dia.  Length Height  Thic kness

Dimensions  - mm

Pin Plate Trans .
Pitc h

Minimum
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

kN kN kg/m

42

RU STLESS CH AIN S

N ickel-Plated BS Chains
Ideal for outdoor operations and in situations where machinery and equipment must be run in a 
lightly corrosive atmosphere or where good chain appearance may be desired.  All components  
are plated before assembly to ensure complete protection of all parts.

9.525

12.70

15.875

19.05

25.40

31.75

9.525

12.70

15.875

19.05

25.40

31.75

W

5.72

7.75

9.65

11.68

17.02

19.56

5.72

7.75

9.65

11.68

17.02

19.56

R

6.35

8.51

10.16

12.07

15.88

19.05

6.35

8.51

10.16

12.07

15.88

19.05

D

3.28

4.45

5.08

5.72

8.26

10.16

3.28

4.45

5.08

5.72

8.26

10.16

LR

12.6

16.7

19.0

22.0

35.1

40.2

22.9

30.6

35.6

41.6

67.2

76.8

LC

13.4

18.0

20.7

23.6

38.2

44.0

23.7

31.9

37.3

43.1

70.1

80.6

L1

6.3

8.4

9.5

11.0

17.6

20.1

11.5

15.3

17.8

20.8

33.6

38.4

L2

7.1

9.6

11.2

12.6

20.5

23.9

12.2

16.6

19.5

22.3

36.5

42.2

H

8.2

11.8

14.7

16.1

20.6

26.4

8.2

11.8

14.7

16.1

20.6

26.4

T1

1.0

1.5

1.65

1.8

3.2

3.5

1.0

1.5

1.65

1.8

3.2

3.5

T2

1.25

1.5

1.65

1.8

4.0

4.5

1.25

1.5

1.65

1.8

4.0

4.5

TP

10.24

13.92

16.59

19.46

31.88

36.45

10.24

13.92

16.59

19.46

31.88

36.45

※R efer to page 80. “S elec tion of offset link”
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S Y
C hain

No.
Pitc h

S Y  3 5 N P

S Y  4 0 N P

S Y  5 0 N P

S Y  6 0 N P

S Y  8 0 N P

S Y 1 0 0 N P

S Y  3 5 N P -2

S Y  4 0 N P -2

S Y  5 0 N P -2

S Y  6 0 N P -2

S Y  8 0 N P -2

S Y 1 0 0 N P -2

P W R

9.525

12.70

15.875

19.05

25.40

31.75

9.525

12.70

15.875

19.05

25.40

31.75

4.78

7.95

9.53

12.70

15.88

19.05

4.78

7.95

9.53

12.70

15.88

19.05

*5.08

7.92

10.16

11.91

15.88

19.05

*5.08

7.92

10.16

11.91

15.88

19.05

3.58

3.96

5.08

5.95

7.93

9.53

3.58

3.96

5.08

5.95

7.93

9.53

12.0

16.5

20.4

25.5

32.8

39.4

22.1

30.8

38.4

48.2

61.6

75.1

12.9

17.7

21.9

26.9

35.5

43.0

23.0

32.2

40.0

49.7

64.5

78.8

6.0

8.3

10.2

12.8

16.4

19.7

11.1

15.4

19.2

24.0

30.8

37.6

6.9

9.4

11.7

14.1

19.1

23.3

11.9

16.8

20.8

25.7

33.7

41.2

9.0

11.7

14.6

17.5

23.4

29.3

9.0

11.7

14.6

17.5

23.4

29.3

1.25

1.5

2.0

2.4

3.2

4.0

1.25

1.5

2.0

2.4

3.2

4.0

10.1

14.4

18.1

22.8

29.3

35.8

10.8

19.1

31.9

43.1

78.5

118

21.6

38.2

63.8

86.2

157

236

1.86

3.04

5.39

7.26

12.7

19.1

3.16

5.17

9.06

12.3

21.6

32.5

0.34

0.60

0.98

1.46

2.52

3.91

1.63

1.22

2.00

2.95

5.10

7.74

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

*C hain is  rollerless  ;R  shows bushing dia.

43

RU STLESS CH AIN S

N ickel-Plated AN SI  Chains
SY N ickel-Plated chains are manufactured with solid rollers and solid bushings to extend chain 
service life.  Ideal for outdoor operations and in situations where machinery and equipment must 
be run in a lightly corrosive atmosphere or where good chain appearance may be desired.        
All components are plated before assembly to ensure complete protection of all parts.

※R efer to page 80. “S elec tion of offset link”
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S Y
C hain

No.
Pitc h

A 2 0 4 0 -N P

A 2 0 5 0 -N P

A 2 0 6 0 -N P

A 2 0 8 0 -N P

C 2 0 4 0 -N P

C 2 0 5 0 -N P

C 2 0 6 0 H -N P

C 2 0 8 0 H -N P

C 2 1 0 0 H -N P

C 2 0 4 2 -N P

C 2 0 5 2 -N P

C 2 0 6 2 H -N P

C 2 0 8 2 H -N P

C 2 1 0 2 H -N P

P W R

25.40

31.75

38.10

50.80

25.40

31.75

38.10

50.80

63.50

25.40

31.75

38.10

50.80

63.50

7.95

9.53

12.70

15.88

7.95

9.53

12.70

15.88

19.05

7.95

9.53

12.70

15.88

19.05

7.92

10.16

11.91

15.88

7.92

10.16

11.91

15.88

19.05

15.88

19.05

22.23

28.58

39.67

3.96

5.08

5.95

7.93

3.96

5.08

5.95

7.93

9.53

3.96

5.08

5.95

7.93

9.53

16.4

20.3

25.4

32.4

16.4

20.3

28.7

35.5

42.2

16.4

20.3

28.7

35.5

42.2

18.5

22.0

27.5

35.5

18.5

22.0

31.0

38.8

45.7

18.5

22.0

31.0

38.8

45.7

8.2

10.2

12.7

16.4

8.2

10.2

14.4

17.8

21.1

8.2

10.2

14.4

17.8

21.1

10.3

11.8

14.8

19.1

10.3

11.8

16.6

21.0

24.6

10.3

11.8

16.6

21.0

24.6

11.4

15.0

17.0

22.6

11.4

15.0

17.0

22.6

28.6

11.4

15.9

17.0

22.6

28.6

1.5

2.0

2.4

3.2

1.5

2.0

3.2

4.0

4.8

1.5

2.0

3.2

4.0

4.8

16.9

27.5

40.2

68.6

16.9

27.5

40.2

68.6

107.9

16.9

27.5

40.2

68.6

107.9

2.65

4.31

6.23

10.7

2.65

4.31

8.29

15.2

23.0

2.65

4.31

8.29

15.2

23.0

0.43

0.73

1.03

1.71

0.48

0.82

1.38

2.32

3.46

0.82

1.26

2.08

3.36

5.64

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

N P  D O U B L E  P I T C H

44

RU STLESS CH AIN S

N ickel-Plated D ouble Pitch Chains

Adeptrans Cadenas y Transmisiones
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Side Bow D ouble Pitch Chains
SY D ouble Pitch Side Bow chains are manufactured 
to the same high standards as our regular side bow 
chains but are better suited when shaft centers are 
relatively long.  Available in standard roller or 
carrier roller type.

◯S tainless  s teel, nic kel plated, and with attac hments  are supplied on request.

S B  S T A N D A R D

S Y
C hain

No.
Pitc h

S Y  4 0 -S B

S Y  5 0 -S B

S Y  6 0 -S B

S Y  8 0 -S B

P W R

12.70

15.875

19.05

25.40

7.95

9.53

12.70

15.88

7.92

10.16

11.91

15.88

3.58

4.45

5.08

7.13

16.9

21.1

26.3

33.4

18.9

23.1

28.1

36.4

8.5

10.6

13.2

16.7

10.4

12.5

14.9

19.7

11.7

14.6

17.5

23.4

1.5

2.0

2.4

3.2

350

400

500

600

14.9

22.1

29.4

57.9

1.77

3.14

4.22

7.65

0.63

1.03

1.46

2.42

R oller

Width  Dia.

D

 Out Dia.

Dimensions  - mm

Pin

Length Height Thic k.

Plate Min.C urve
R adius

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T r kN kN kg/m

S Y
C hain

No.
Pitc h

C 2 0 4 0 -S B

C 2 0 5 0 -S B

C 2 0 6 0 -S B

C 2 0 4 2 -S B

C 2 0 5 2 -S B

C 2 0 6 2 -S B

P W R

25.40

31.75

38.10

25.40

31.75

38.10

7.95

9.53

12.70

7.95

9.53

12.70

7.92

10.16

11.91

15.88

19.05

22.23

3.58

4.45

5.08

3.58

4.45

5.08

16.9

21.1

26.3

16.9

21.1

26.3

18.9

23.1

28.1

18.9

23.1

28.1

8.5

10.6

13.2

8.5

10.6

13.2

10.4

12.5

14.9

10.4

12.5

14.9

11.4

15.0

17.0

11.4

15.0

17.0

1.5

2.0

2.4

1.5

2.0

2.4

700

800

1000

700

800

1000

14.9

22.1

29.4

14.9

22.1

29.4

1.77

3.14

4.22

1.77

3.14

4.22

0.48

0.82

1.20

0.82

1.26

2.01

R oller

Width  Dia.

D

 Out Dia.

Dimensions  - mm

Pin

Length Height Thic k.

Plate Min.C urve
R adius

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T r kN kN kg/m

S B  D O U B L E  P I T C H

45

SID E BO W  CH AIN S

Side Bow Chains
SY Side Bow chains provide extra clearance between pins, bushings, and link plates to allow 
freedom of operation around a curve or twist. The Suffix SB is added to the chain number for 
identification.

L1

L1
LR T

T

W

D

L2
LC

LR

T

T

WL2

L

D
R

r

P

H

R

r

P

H
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S Y
C hain

No.
Pitc h

S Y 4 0 -H P

S Y 5 0 -H P

S Y 6 0 -H P

S Y 8 0 -H P

P W R

12.70

15.875

19.05

25.40

7.95

9.53

12.70

15.88

7.92

10.16

11.91

15.88

5.63

7.09

8.29

11.34

4.03

5.13

6.04

8.08

16.7

20.1

26.0

32.4

17.6

21.3

27.2

34.3

8.4

10.1

13.0

16.2

9.2

11.2

14.2

18.1

12.0

15.0

18.1

24.1

1.5

2.0

2.4

3.2

12.7

19.6

28.4

51.0

1.77

3.14

4.22

7.65

0.58

0.97

1.46

2.47

R oller

Width  Dia.

D d

 Outs ide  Ins ide

Dimensions  - mm

Hollow Pin

Length Height Thic k.

Plate
Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

S Y
C hain

No.
Pitc h

C 2 0 4 0 -H P

C 2 0 5 0 -H P

C 2 0 6 0 -H P

C 2 0 8 0 -H P

C 2 0 4 2 -H P

C 2 0 5 2 -H P

C 2 0 6 2 -H P

C 2 0 8 2 -H P

C 2 0 8 2 H -H P

P W R

25.40

31.75

38.10

50.80

25.40

31.75

38.10

50.80

50.80

7.95

9.53

12.70

15.88

7.95

9.53

12.70

15.88

15.88

7.92

10.16

11.91

15.88

15.88

19.05

22.23

28.58

28.58

5.63

7.09

8.29

11.34

5.63

7.09

8.29

11.34

11.34

4.03

5.13

6.04

8.08

4.03

5.13

6.04

8.08

8.08

16.7

20.1

26.0

32.4

16.7

20.1

26.0

32.4

35.8

17.6

21.3

27.2

34.3

17.6

21.3

27.2

34.3

37.7

8.4

10.1

13.0

16.2

8.4

10.1

13.0

16.2

17.9

9.2

11.2

14.2

18.1

9.2

11.2

14.2

18.1

19.8

12.0

15.0

18.1

24.1

12.0

15.0

18.1

24.1

24.1

1.5

2.0

2.4

3.2

1.5

2.0

2.4

3.2

4.0

12.7

19.6

28.4

51.0

12.7

19.6

28.4

51.0

58.0

1.77

3.14

4.22

7.65

1.77

3.14

4.22

7.65

7.65

0.46

0.76

1.12

1.98

0.81

1.25

1.79

3.17

3.22

R oller

Width  Dia.

D d

 Outs ide  Ins ide

Dimensions  - mm

Hollow Pin

Length Height Thic k.

Plate
Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

D ouble Pitch H ollow Pin Chains
D ouble Pitch H ollow Pin chain  operates on standard double pitch sprockets.

HP standard are rollerless ;R  given above shows bushing dia. 

H P  S T A N D A R D

S Y C hains  C 2040-HP thru C 2080-HP are rollerless ; R  given above shows bushing dia.

H P  D O U B L E  P I T C H

d

d

46

H O LLO W  PIN  CH AIN S

H ollow Pin Chains
SY H ollow Pin chains are constructed with cold-forged solid bushings.  This process assures the 
inside diameter of the bushing is completely cylindrical all the way through.  This unique hollow 
pin feature allows easy insertion of cross rods without damaging the chain or rods.  H ollow Pin 
chain operates on standard sprockets.  Add H P suffix to chain number for identification. 

Adeptrans Cadenas y Transmisiones
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Stainless H ollow Pin Chains

HP standard are rollerless ; R  given above shows bushing dia.

H O LLO W  PIN  CH AIN S

47

D ouble Pitch Stainless H ollow Pin Chains

S Y
C hain

No.
Pitc h

4 0 H P -S S

5 0 H P -S S

6 0 H P -S S

8 0 H P -S S

P W R

12.70

15.875

19.05

25.40

7.95

9.53

12.70

15.88

7.92

10.16

11.91

15.88

5.63

7.09

8.29

11.34

4.03

5.13

6.04

8.08

16.7

20.1

26.0

32.4

17.6

21.3

27.2

34.3

8.4

10.1

13.0

16.2

9.2

11.2

14.2

18.1

12.0

15.0

18.1

24.1

1.5

2.0

2.4

3.2

7.65

11.8

17.1

31.0

0.44

0.69

1.03

1.77

0.58

0.97

1.46

2.47

R oller

Width  Dia.

D d

 Outs ide  Ins ide

Dimensions  - mm

Pin

Length Height Thic k.

Plate
Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

H P -S S  S T A N D A R D

S Y
C hain

No.
Pitc h

C 2 0 4 0 H P -S S

C 2 0 5 0 H P -S S

C 2 0 6 0 H P -S S

C 2 0 8 0 H P -S S

C 2 0 4 2 H P -S S

C 2 0 5 2 H P -S S

C 2 0 6 2 H P -S S

C 2 0 8 2 H P -S S

C 2 0 8 2 H -H P -S S

P W R

25.40

31.75

38.10

50.80

25.40

31.75

38.10

50.80

50.80

7.95

9.53

12.70

15.88

7.95

9.53

12.70

15.88

15.88

7.92

10.16

11.91

15.88

15.88

19.05

22.23

28.58

28.58

5.63

7.09

8.29

11.34

5.63

7.09

8.29

11.34

11.34

4.03

5.13

6.04

8.08

4.03

5.13

6.04

8.08

8.08

16.7

20.1

26.0

32.4

16.7

20.1

26.0

32.4

35.8

17.6

21.3

27.2

34.3

17.6

21.3

27.2

34.3

37.7

8.4

10.1

13.0

16.2

8.4

10.1

13.0

16.2

17.9

9.2

11.2

14.2

18.1

9.2

11.2

14.2

18.1

19.8

12.0

15.0

18.1

24.1

12.0

15.0

18.1

24.1

24.1

1.5

2.0

2.4

3.2

1.5

2.0

2.4

3.2

4.0

7.65

11.8

17.1

31.0

7.65

11.8

17.1

31.0

31.0

0.44

0.69

1.03

1.77

0.44

0.69

1.03

1.77

1.77

0.46

0.76

1.12

1.98

0.81

1.25

1.79

3.17

3.22

R oller

Width  Dia.

D d

 Outs ide  Ins ide

Dimensions  - mm

Pin

Length Height Thic k.

Plate
Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

H P -S S  D O U B L E  P I T C H

S Y C hains  C 2040-HP thru C 2080-HP are rollerless ; R  given above shows bushing dia.

L 2

L 1

D R
W

T

T

H

P

L C L R

d

L 2

L 1

D R
W

T

T

H

P

L C L R

d

T

W

T

H

L 1

2L

D R

P

L C L R

d

T

W

T

H

L 1

2L

D R

P

L C L R

d
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S Y
C hain

No.
Pitc h

S Y 4 0 -S L -2

S Y 5 0 -S L -2

S Y 6 0 -S L -2

S Y 8 0 -S L -2

S Y 1 0 0 -S L -2

S Y 1 2 0 -S L -2

S Y 1 4 0 -S L -2

S Y 1 6 0 -S L -2

P W R

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

7.7

9.4

12.5

15.8

19.0

25.4

25.4

31.8

7.92

10.16

11.91

15.88

19.05

22.23

25.40

28.58

3.96

5.08

5.95

7.93

9.53

11.10

12.70

14.28

30.8

38.4

48.2

61.6

75.1

94.9

102.9

122.8

32.2

40.0

49.7

64.5

78.8

98.8

107.2

127.2

15.4

19.2

24.0

30.8

37.6

47.5

51.5

61.4

16.8

20.8

25.7

33.7

41.2

51.3

55.7

65.6

12.0

15.1

18.2

24.1

30.2

36.2

42.2

48.3

1.5

2.0

2.4

3.2

4.0

4.8

5.6

6.4

14.4

18.1

22.8

29.3

35.8

45.4

48.9

58.5

25.4

39.2

56.8

102.0

164.8

236.0

324.0

422.0

5.0

8.3

11.6

20.0

30.0

43.3

58.3

75.0

1.3

2.1

3.0

5.2

7.9

11.5

14.7

19.5

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

49

MAIN TEN AN CE FREE CH AIN S

Sintered Steel Bushing
SL AN SI  Standard Roller Chains

M U L T I P L E  S T R A N D S

S Y
C hain

No.
Pitc h

S Y 4 0 -S L

S Y 5 0 -S L

S Y 6 0 -S L

S Y 8 0 -S L

S Y 1 0 0 -S L

S Y 1 2 0 -S L

S Y 1 4 0 -S L

S Y 1 6 0 -S L

P W R

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

7.7

9.4

12.5

15.8

19.0

25.4

25.4

31.8

7.92

10.16

11.91

15.88

19.05

22.23

25.40

28.58

3.96

5.08

5.95

7.93

9.53

11.10

12.70

14.28

16.5

20.4

25.5

32.8

39.4

49.5

54.0

64.3

17.9

22.0

26.9

35.5

43.0

53.4

58.3

68.7

8.3

10.2

12.8

16.4

19.7

24.8

27.0

32.2

9.6

11.8

14.1

18.6

23.3

28.6

31.3

36.5

12.0

15.1

18.2

24.1

30.2

36.2

42.2

48.3

1.5

2.0

2.4

3.2

4.0

4.8

5.6

6.4

―

―

―

―

―

―

―

―

12.7

19.6

28.4

51.0

82.4

118.0

162.0

211.0

2.94

4.90

6.86

11.8

17.7

25.5

34.3

44.1

0.63

1.03

1.46

2.60

3.79

5.58

7.59

9.82

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S I N G L E  S T R A N D S
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S Y
C hain

No.
Pitc h

C 2 0 4 0 -S L

C 2 0 5 0 -S L

C 2 0 6 0 -S L

C 2 0 8 0 -S L

P W R

25.40

31.75

38.10

50.80

7.95

9.53

12.70

15.88

7.92

10.16

11.91

15.88

3.96

5.08

5.95

7.93

16.5

20.4

25.5

32.8

17.9

22.0

26.9

35.0

8.3

10.2

12.8

16.4

9.6

11.8

14.1

18.6

12.0

15.0

18.1

24.1

1.5

2.0

2.4

3.2

12.7

19.6

28.4

51.0

2.94

4.90

6.86

11.8

0.48

0.82

1.20

1.99

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

C O N V E Y O R  S E R I E S  (R O L L E R L E S S -B U S H E D  T Y P E )

S Y
C hain

No.
Pitc h

C 2 0 4 2 -S L

C 2 0 5 2 -S L

C 2 0 6 2 -S L

C 2 0 8 2 -S L

P W R

25.40

31.75

38.10

50.80

7.95

9.53

12.70

15.88

15.88

19.05

22.23

28.58

3.96

5.08

5.95

7.93

16.5

20.4

25.5

32.8

17.9

22.0

26.9

35.0

8.3

10.2

12.8

16.4

9.6

11.8

14.1

18.6

12.0

15.0

18.1

24.1

1.5

2.0

2.4

3.2

12.7

19.6

28.4

51.0

2.94

4.90

6.86

11.8

0.82

1.26

1.78

3.03

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

C O N V E Y O R  S E R I E S  (C A R R I E R  R O L L E R  T Y P E )

50

MAIN TEN AN CE FREE CH AIN S

Sintered Steel Bushing
SL D ouble Pitch Roller Chains
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Sintered Steel Bushing
SLR BS Standard Roller Chains

MAIN TEN AN CE FREE CH AIN S

S I N G L E  S T R A N D S

S Y
C hain

No.
Pitc h

0 8 B -S L R

1 0 B -S L R

1 2 B -S L R

1 6 B -S L R

2 0 B -S L R

2 4 B -S L R

2 8 B -S L R

3 2 B -S L R

P

16.8

24.6

32.4

74.6

128.3

195.6

215.7

274.6

2.9

4.4

6.3

12.2

19.1

25.5

34.8

44.1

0.6

0.9

1.1

2.6

3.8

7.3

9.3

9.9

R oller

Width  Dia.  Dia.  Length Height  Thic kness

Dimensions  - mm

Pin Plate Trans .
Pitc h

Average
Tensile
S trength

Maximum
Allowable

Load

Average
C hain

Weight

kN kN kg/m

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

W

7.75

9.65

11.68

17.02

19.56

25.40

31.00

31.00

R

8.51

10.16

12.07

15:87

19.05

25.40

27.94

29.21

D

4.45

5.08

5.72

8.26

10.16

14.63

15.88

15.88

LR

16.7

19.4

22.0

35.2

41.0

53.4

65.1

64.2

LC

18.0

20.7

23.6

38.2

44.0

58.1

70.5

69.6

L1

8.4

9.7

11.0

17.6

20.5

26.7

32.6

32.1

L2

9.6

11.0

12.6

20.6

23.5

31.4

37.9

37.5

H

11.8

14.5

17.4

21.0

29.3

35.1

37.0

42.2

T1

1.5

1.65

1.8

3.1

3.5

5.0

6.3

6.3

1.5

1.65

1.8

3.9

4.7

5.9

7.4

6.9

―

―

―

―

―

―

―

―

T2 T3 TP

―

―

―

―

―

―

―

―

M U L T I P L E  S T R A N D S

S Y
C hain

No.
Pitc h

0 8 B -S L R -2

1 0 B -S L R -2

1 2 B -S L R -2

1 6 B -S L R -2

2 0 B -S L R -2

2 4 B -S L R -2

2 8 B -S L R -2

3 2 B -S L R -2

P

33.6

49.2

64.8

149.2

256.6

391.2

431.4

549.2

3.8

5.7

   8.2

15.9

24.8

33.2

45.2

57.3

1.3

1.8

2.9

5.1

7.3

14.5

18.5

19.8

R oller

Width  Dia.  Dia.  Length Height  Thic kness

Dimensions  - mm

Pin Plate Trans .
Pitc h

Average
Tensile
S trength

Maximum
Allowable

Load

Average
C hain

Weight

kN kN kg/m

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

W

7.75

9.65

11.68

17.02

19.56

25.40

31.00

31.00

R

8.51

10.16

12.07

15.87

19.05

25.40

27.94

29.21

D

4.45

5.08

5.72

8.26

10.16

14.63

15.88

15.88

LR

30.6

36.0

41.6

67.2

76.8

101.8

124.7

123.8

LC

31.9

37.3

43.1

70.1

80.6

106.5

130.0

128.2

L1

15.3

18.0

20.8

33.6

38.4

50.9

62.4

61.9

L2

16.6

19.3

22.3

36.5

42.2

55.6

67.6

66.3

H

11.8

14.5

17.4

21.0

29.3

35.1

37.0

42.2

T1

1.5

1.65

1.8

3.1

3.5

5.0

6.3

6.3

1.5

1.65

1.8

3.9

4.7

5.9

7.4

6.9

1.25

1.65

1.8

3.1

3.5

5.0

6.3

6.3

T2 T3 TP

13.92

16.59

19.46

31.88

36.45

48.36

59.56

58.55
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MAIN TEN AN CE FREE CH AIN S

Sintered Steel Bushing
SLR AN SI  Standard Roller Chains (T.S)

M L T I P L E  S T R A N D S

S Y
C hain

No.
Pitc h

S Y 4 0 -S L R -2

S Y 5 0 -S L R -2

S Y 6 0 -S L R -2

S Y 8 0 -S L R -2

S Y 1 0 0 -S L R -2

S Y 1 2 0 -S L R -2

P

1.3

2.0

3.3

5.1

8.2

11.7

R oller

Width  Dia.  Dia.  Length Height  Thic kness

Dimensions  - mm

Pin Plate Trans .
Pitc h

Average
C hain

Weight

kg/m

   4.7

   8.2

11.2

19.1

29.4

39.5

Maximum
Allowable

Load

kN

38.2

63.8

86.2

157

236

334

Average
Tensile
S trength

kN

12.70

15.875

19.05

25.40

31.75

38.10

W

7.95

9.53

12.70

15.88

19.05

25.40

R

7.92

10.16

11.91

15.88

19.05

22.23

D

3.96

5.08

5.95

7.93

9.53

11.10

LR

33.1

40.5

52.3

65.2

78.6

99.1

LC

34.6

42.2

53.9

68.5

82.4

103.2

L1

16.6

20.3

26.2

32.6

39.3

49.6

L2

18

21.9

27.7

35.9

43.1

53.6

H

11.7

14.6

17.5

23.4

29.3

35.1

T1

1.5

2.0

2.4

3.2

4.0

4.8

T2

2.0

2.4

3.2

4.0

4.8

5.6

TP

15.6

19.2

24.9

31.1

37.6

48.0

S I N G L E  S T R A N D S

S Y
C hain

No.
Pitc h

S Y 4 0 -S L R

S Y 5 0 -S L R

S Y 6 0 -S L R

S Y 8 0 -S L R

S Y 1 0 0 -S L R

S Y 1 2 0 -S L R

P

0.7

1.1

1.7

2.7

4.3

6.0

R oller

Width  Dia.  Dia.  Length Height  Thic kness

Dimensions  - mm

Pin Plate Trans .
Pitc h

Average
C hain

Weight

kg/m

3.63

6.28

8.63

14.7

22.6

30.4

Maximum
Allowable

Load

kN

19.1

31.9

43.1

78.5

118

167

Average
Tensile
S trength

kN

12.70

15.875

19.05

25.40

31.75

38.10

W

7.95

9.53

12.70

15.88

19.05

25.40

R

7.92

10.16

11.91

15.88

19.05

22.23

D

3.96

5.08

5.95

7.93

9.53

11.10

LR

17.5

21.3

27.4

34.1

41.0

51.1

LC

19.0

23.3

29.8

37.4

44.8

55.2

L1

8.8

10.7

13.7

17.1

20.5

25.6

L2

10.2

12.6

16.1

20.3

24.3

29.6

H

11.7

14.6

17.5

23.4

29.3

35.1

T1

1.5

2.0

2.4

3.2

4.0

4.8

T2

2.0

2.4

3.2

4.0

4.8

5.6

TP

―

―

―

―

―

―

Adeptrans Cadenas y Transmisiones

www.adeptrans.es  ·  +34 916 946 486  ·  info@adeptrans.es



M
A

IN
T

E
N

A
N

C
E

F
R

E
E

 
C

H
A

IN
S

S Y
C hain

No.
Pitc h

S Y 4 0 -S L R -2

S Y 5 0 -S L R -2

S Y 6 0 -S L R -2

S Y 8 0 -S L R -2

S Y 1 0 0 -S L R -2

S Y 1 2 0 -S L R -2

P W R

12.70

15.875

19.05

25.40

31.75

38.10

7.95

9.53

12.70

15.88

19.05

25.40

7.92

10.16

11.91

15.88

19.05

22.23

3.96

5.08

5.95

7.93

9.53

11.10

31.1

39.1

49.3

62.2

75.4

95.4

32.7

40.7

50.9

65.5

79.1

99.6

15.6

19.6

24.7

31.1

37.7

47.7

17.1

21.1

26.2

34.4

41.4

51.9

11.7

14.6

17.5

23.4

29.3

35.1

1.5

2.0

2.4

3.2

4.0

4.8

14.4

18.1

22.8

29.3

35.8

45.4

31.4

51.0

74.6

127

200

314

4.7

   8.2

11.2

19.1

29.4

39.5

1.1

1.9

2.8

4.9

7.6

11.1

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Tensile
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

53

MAIN TEN AN CE FREE CH AIN S

Sintered Steel Bushing
SLR AN SI  Standard Roller Chains (C.S)

M U L T I P L E  S T R A N D S

S Y
C hain

No.
Pitc h

S Y 4 0 -S L R

S Y 5 0 -S L R

S Y 6 0 -S L R

S Y 8 0 -S L R

S Y 1 0 0 -S L R

S Y 1 2 0 -S L R

P W R

12.70

15.875

19.05

25.40

31.75

38.10

7.95

9.53

12.70

15.88

19.05

25.40

7.92

10.16

11.91

15.88

19.05

22.23

3.96

5.08

5.95

7.93

9.53

11.10

16.5

20.5

25.9

33.0

39.8

49.8

18.1

22.3

28.3

35.9

43.1

54.0

8.3

10.3

13.0

16.5

19.9

24.9

9.8

12.0

15.3

19.4

23.2

29.1

11.7

14.6

17.5

23.4

29.3

35.1

1.5

2.0

2.4

3.2

4.0

4.8

―

―

―

―

―

―

15.7

25.5

37.3

63.7

100

157

3.63

6.28

8.63

14.7

22.6

30.4

0.6

1.0

1.5

2.5

3.9

5.8

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Trans .
Pitc h

Average
Tensile
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T TP kN kN kg/m

S I N G L E  S T R A N D S

Adeptrans Cadenas y Transmisiones
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S Y
C hain

No.
Pitc h

C 2 0 4 0 -S L R

C 2 0 5 0 -S L R

C 2 0 6 0 H -S L R

C 2 0 8 0 H -S L R

C 2 1 0 0 H -S L R

P W R

25.40

31.75

38.10

50.80

63.50

7.95

9.53

12.70

15.88

19.05

7.92

10.16

11.91

15.88

19.05

3.96

5.08

5.95

7.93

9.53

16.5

20.5

29.1

35.8

42.7

18.5

22.5

31.5

39.0

46.6

8.3

10.3

14.6

17.9

21.4

10.2

12.2

16.9

21.1

25.2

11.5

15.1

17.2

22.8

28.8

1.5

2.0

3.2

4.0

4.8

15.7

25.5

37.3

63.7

100

2.65

4.31

6.28

10.7

17.1

0.5

0.8

1.4

2.4

3.5

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

C O N V E Y O R  S E R I E S  (S T A N D A R D  R O L L E R  T Y P E )

S Y
C hain

No.
Pitc h

C 2 0 4 2 -S L R

C 2 0 5 2 -S L R

C 2 0 6 2 H -S L R

C 2 0 8 2 H -S L R

C 2 1 0 2 H -S L R

P W R

25.40

31.75

38.10

50.80

63.50

7.95

9.53

12.70

15.88

19.05

15.88

19.05

22.23

28.58

39.67

3.96

5.08

5.95

7.93

9.53

16.5

20.5

29.1

35.8

42.7

18.5

22.5

31.5

39.0

46.6

8.3

10.3

14.6

17.9

21.4

10.2

12.2

16.9

21.1

25.2

11.5

15.1

17.2

22.8

28.8

1.5

2.0

3.2

4.0

4.8

15.7

25.5

37.3

63.7

100

2.65

4.31

6.28

10.7

17.1

0.82

1.26

2.08

3.36

5.64

R oller

Width  Dia.

D

 Dia.

Dimensions  - mm

Pin Plate

Length Height Thic k.

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

C O N V E Y O R  S E R I E S  (C A R R I E R  R O L L E R  T Y P E )
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MAIN TEN AN CE FREE CH AIN S

Sintered Steel Bushing
H B-type H ollow Pin Chains

55

Sintered Steel Bushing
H R-type H ollow Pin Chains

S Y
C hain

No.
Pitc h

H R 2 0 4 2 -S L

H R 2 0 5 2 -S L

H R 2 0 6 2 -S L

H R 2 0 8 2 -S L

P W R

25.40

31.75

38.10

50.80

7.95

9.53

12.70

15.88

15.88

19.05

22.23

28.58

5.63

7.09

8.29

11.34

4.03

5.13

6.04

8.08

16.7

20.1

26.0

32.4

17.6

21.5

27.2

34.3

8.4

10.1

13.0

16.2

9.2

11.2

14.2

18.1

12.0

15.0

18.1

24.1

1.5

2.0

2.4

3.2

12.7

19.6

28.4

51.0

1.77

3.14

4.22

7.65

0.8

1.3

1.8

3.2

R oller

Width  Dia.

D d

 Outs ide  Ins ide

Dimensions  - mm

Pin

Length Height Thic k.

Plate
Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

H R -T Y P E  H O L L O W  P I N  C H A I N S

S Y
C hain

No.
Pitc h

H B 4 0 -S L

H B 5 0 -S L

H B 6 0 -S L

H B 8 0 -S L

H B 2 0 4 0 -S L

H B 2 0 5 0 -S L

H B 2 0 6 0 -S L

H B 2 0 8 0 -S L

P W R

12.70

15.875

19.05

25.40

25.40

31.75

38.10

50.80

7.95

9.53

12.70

15.88

7.95

9.53

12.70

15.88

7.92

10.16

11.91

15.88

7.92

10.16

11.91

15.88

5.63

7.09

8.29

11.34

5.63

7.09

8.29

11.34

4.03

5.13

6.04

8.08

4.03

5.13

6.04

8.08

16.7

20.1

26.0

32.4

16.7

20.1

26.0

32.4

17.6

21.5

27.2

34.3

17.6

21.5

27.2

34.3

8.4

10.1

13.0

16.2

8.4

10.1

13.0

16.2

9.2

11.2

14.2

18.1

9.2

11.2

14.2

18.1

12.0

15.0

18.1

24.1

12.0

15.0

18.1

24.1

1.5

2.0

2.4

3.2

1.5

2.0

2.4

3.2

12.7

19.6

28.4

51.0

12.7

19.6

28.4

51.0

1.77

3.14

4.22

7.65

1.77

3.14

4.22

7.65

0.6

1.0

1.5

2.5

0.5

0.8

1.1

2.0

R oller

Width  Dia.

D d

 Outs ide  Ins ide

Dimensions  - mm

Pin

Length Height Thic k.

Plate
Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LR LC L1 L2 H T kN kN kg/m

H P -S S  D O U B L E  P I T C H
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The chain is designed to hold high quality lubricant between the pin and bushing with seals.  Ex-
panded applications are now possible from low to high speed, light to heavy load, and where lu-
brication is not possible.  This chain can drive for many hours without lubrication.

(Chain size)
(Sprocket)
(O ther applicable chains)
(O perating temperature)
(Range of speed)

(Selection and Caution)
1) Standard Sprocket is used.  N ote, however, the overall width of chain is slightly wider.

Take this into consideration for designing.
2) W hen connecting the chain, make sure that all four (4) seals are installed.
3) Lubricate connecting link with ample lubrication before assembly.
4) W hen a lubrication leak is found (even at one location), replace that link immediately.
5) The maximum chain elongation limit is 1.5% of the chain length.
6) For use of chain in ambient temperature over 80℃,  special lubrication for higher

temperature is available upon request.
7) The covering plate of connecting link is a press-fit type with extra interferences.
8) An offset link is not available.

#80 - #240 and 16B - 48B
Standard size
Attachment chains
- 10℃ to + 70℃ (Special order up to max. 150℃)
From slow speed 25m/min to high speed 50m/min
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Maintenance Free Roller Chains
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Maintenance Free Roller Chains

S Y
C hain

No.
Pitc h

M F  1 6 A

M F  1 6 B

M F  2 0 A B

M F  2 4 A

M F  2 4 B

M F  2 8 A

M F  2 8 B

M F  3 2 A B

M F  4 0 A B

M F  4 8 A B

P W R

25.40

25.40

31.75

38.10

38.10

44.45

44.45

50.80

63.50

76.20

15.9

17.1

19.6

25.4

25.4

25.4

31.0

31.6

38.1

47.5

15.88

15.88

19.05

22.23

25.40

25.40

27.94

28.58

39.37

47.63

34.8

35.8

41.6

51.8

51.8

56.2

61.8

66.6

82.0

100.0

37.5

38.5

45.2

55.7

55.7

60.5

66.1

71.0

90.5

107.7

17.4

17.9

20.8

25.9

25.9

28.1

30.9

33.3

41.0

50.0

23.4

23.4

29.3

35.1

35.1

40.9

40.9

46.7

59.6

70.3

20.1

20.6

24.4

29.8

29.8

32.4

35.2

37.7

49.5

57.7

3.2

3.2

4.0

4.8

4.8

5.6

5.6

6.4

8.0

9.5

78.5

78.5

118

164

167

216

216

275

451

677

18.4

18.4

28.3

38.0

38.0

50.3

50.3

66.3

82.3

112.8

2.6

2.7

3.9

5.8

7.3

7.5

9.3

9.8

16.9

23.6

R oller

Width  Dia.

LR

Dimensions  - mm

PlatePin

Length Height Thic k

Average
Ultimate
S trength

Maximum
Allowable

Load

Average
C hain

Weight

LC L1 L2 TH kN kN kg/m

MAIN TEN AN CE FREE CH AIN S

LRLC
R

P

H

T

T

W

L2

L1

Adeptrans Cadenas y Transmisiones

www.adeptrans.es  ·  +34 916 946 486  ·  info@adeptrans.es



A
T

T
A

C
H

M
E

N
T

C
H

A
IN

S

S Y
C hain

No. Pitc h

0 8 B

1 0 B

1 2 B

1 6 B

2 0 B

P(B S )

0.61

0.89

1.14

2.59

3.76

R oller

Width  Dia.  Dia.  Length Height  Thic kness

Dimensions  - mm

Pin Plate Trans .
Pitc h

Average
C hain

Weight

kg/m

3.14

4.90

7.06

12.6

19.6

Maximum
Allowable

Load

kN

17.8

22.2

28.9

60.0

95.1

Minimum
Ultimate
S trength

kN

12.70

15.88

19.05

25.40

31.75

W

7.75

9.65

11.68

17.02

19.56

R

8.51

10.16

12.07

15.88

19.05

D

4.45

5.08

5.72

8.26

10.16

LR

16.7

19.0

22.0

35.1

40.2

LC

18.0

20.7

23.6

38.2

44.0

L1

8.4

9.5

11.0

17.6

20.1

L2

9.6

11.2

12.6

20.6

23.9

H

11.8

14.7

16.1

21.0

26.4

T1

1.5

1.65

1.8

3.2

3.5

T2

1.5

1.65

1.8

4.0

4.7

TP

13.92

16.59

19.46

31.88

36.45

64
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BS Standard Attachment Chains
S A-1 attac hment

S K -1 attac hment

A-1 attac hment K -1 attac hment

D-3 attac hment D-1 attac hment

WA attac hment WS A attac hment WS K  attac hmentWK  attac hment
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A -1 ,  K -1  A T T A C H M E N T

S Y
C hain

No.

0 8 B

1 0 B

1 2 B

1 6 B

2 0 B

11.0
14.0
18.0
24.0
30.0

8.5
10.5
12.2
17.0
21.0

13.8
15.8
17.6
29.0
34.5

20.9
24.2
27.3
41.9
47.5

27.6
31.6
35.2
58.0
69.0

41.8
48.4
54.6
83.8
98.6

2.0
3.2
4.5
20
25

4.0
6.4
9.0
40
50

M  Sd

C ommon Dimensions Original Dimensions

A-1 K -1 A-1 K -1

2K

Additional Weight

g/pcJ K 2J

W A -1 , W A -2 , W K -1 , W K -2 , W S A -1 , W S A -2 , W S K -1 , W S K -2  A T T A C H M E N T

S Y
C hain

No.

0 8 B

1 0 B

1 2 B

1 6 B

2 0 B

24.5
30.6
35.2
46.4
58.2

4.3
5.3
6.4
8.4

10.5

12.7
15.9
19.1
25.4
31.8

8.5
10.5
12.2
17.0
21.0

13.8
15.8
17.6
29.0
34.5

20.9
24.2
27.3
41.9
49.3

27.6
31.6
35.2
58.0
69.0

41.8
48.4
54.6
83.8
98.6

13.7
16.5
18.5
27.4
33.0

20.8
24.9
28.1
40.0
47.5

M  N d

C ommon Dimensions Original Dimensions

WA WK WS A, WS K
S

2K C XJ K 2J

S A -1 , S K -1  A T T A C H M E N T

S Y
C hain

No.

0 8 B

1 0 B

1 2 B

1 6 B

2 0 B

11.0
14.0
18.0
24.0
30.0

4.3
5.3
6.4
8.4

10.5

4.3
5.3
6.4
8.4

10.5

13.7
16.5
18.5
27.4
33.0

20.8
24.9
28.1
40.0
47.5

5.9
7.4
8.1

10.3
13.2

2.0
3.2
4.5
20
25

4.0
6.4
9.0
40
50

M  C d

C ommon Dimensions

S A-1 S K -1
X

Additional Weight

g/pc
Z

D -1 , D -3  A T T A C H M E N T

S Y
C hain

No.

0 8 B

1 0 B

1 2 B

1 6 B

2 0 B

4.45
5.08
5.72
8.26

10.16

14.8
17.6
20.7
33.3
38.3

21.8
25.9
30.5
49.3
56.6

11.8
14.7
16.1
20.6
26.4

1.8
2.8
4.1

14.0
24.3

3.6
5.6
8.2

28.0
48.6

Dp  L4 L3

C ommon Dimensions

D-1 D-3
H

Additional Weight

g/pc
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ATTACH MEN T CH AIN S

B A S I C  S P E C S  F O R  A S S E M B L I N G  A T T A C H M E N T

S Y
C hain

No.
(ANS I)

S Y 3 5

S Y 4 0

S Y 5 0

S Y 6 0

S Y 8 0

S Y 1 0 0

S Y 1 2 0

S Y 1 4 0

S Y 1 6 0

P RW

9.525

12.70

15.875

19.05

25.40

31.75

38.10

44.45

50.80

4.78

7.95

9.53

12.70

15.88

19.05

25.40

25.40

31.75

*5.08

7.92

10.16

11.91

15.88

19.05

22.23

25.4

28.58

3.58

3.96

5.08

5.95

7.93

9.53

11.10

12.70

14.28

5.9

8.2

10.3

12.7

16.2

19.6

24.7

26.9

32.1

6.8

9.1

11.6

13.9

18.8

23.2

28.5

31.2

36.4

9.0

11.7

14.6

17.5

23.4

29.3

35.1

40.9

46.7

1.25

1.5

2.0

2.4

3.2

4.0

4.8

5.6

6.4

10.8

19.1

31.9

43.1

78.5

118

167

216

275

0.34

0.60

0.98

1.46

2.52

3.91

5.76

7.41

9.79

Pitc h
 Dia. Width

Dimensions  - mm

PinR oller Plate

Dia. Length Height Thic k.

Average
Ultimate
S trength

Average
 C hain
Weight

D L1 L2 H T kN kg/m

AN SI  Standard Attachment Chains
S A-1 attac hment

S K -1 attac hment

A-1 attac hment K -1 attac hment

D-3 attac hment D-1 attac hment

WA attac hment WS A attac hment WS K  attac hmentWK  attac hment

22
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A -1 ,  K -1  A T T A C H M E N T

S Y
C hain

No.

S Y 3 5

S Y 4 0

S Y 5 0

S Y 6 0

S Y 8 0

S Y 1 0 0

S Y 1 2 0

S Y 1 4 0

S Y 1 6 0

7.9
9.5

12.7
15.9
19.1
25.4
28.3
34.7
38.1

6.4
7.9

10.3
11.9
15.9
19.8
23.0
28.6
31.8

4.5
5.8
7.3
8.7

11.7
14.6
17.5
20.4
23.3

9.5
12.7
15.9
19.1
25.4
31.8
38.1
44.5
50.8

14.3
17.3
23.3
28.1
35.9
44.3
54.7
63.2
71.9

19.1
25.4
31.8
38.1
50.8
63.6
76.2
89.0

101.6

28.6
34.6
46.6
56.2
71.8
88.6

109.4
126.4
143.8

0.9
1.2

4
6.5
13
27
47
65
88

1.8
2.4

8
13
26
54
94

130
176

M  S d

C ommon Dimensions Original Dimensions

A-1 K -1 A-1 K -1
Z

2K

Additional Weight

g/pcJ K 2J

W A -1 , W A -2 , W K -1 , W K -2 , W S A -1 , W S A -2 , W S K -1 , W S K -2  A T T A C H M E N T

S Y
C hain

No.

S Y 4 0

S Y 5 0

S Y 6 0

S Y 8 0

S Y 1 0 0

24.3
30.4
36.5
48.6
61.0

3.6
5.2
5.2
6.8
8.8

12.7
15.9
19.1
25.4
31.8

7.9
10.3
11.9
15.9
19.8

12.7
15.9
19.1
25.4
31.8

17.3
23.3
28.1
35.9
44.3

25.4
31.8
38.1
50.8
63.6

34.6
46.6
56.2
71.8
88.6

12.7
15.9
18.3
24.6
31.8

17.3
23.1
27.1
34.5
43.0

M  N d

C ommon Dimensions Original Dimensions

WA WK WS A, WS K
S

2K C XJ K 2J

S A -1 , S K -1  A T T A C H M E N T

S Y
C hain

No.

S Y 3 5

S Y 4 0

S Y 5 0

S Y 6 0

S Y 8 0

S Y 1 0 0

S Y 1 2 0

S Y 1 4 0

S Y 1 6 0

7.9
9.5

12.7
15.9
19.1
25.4
28.6
34.7
38.1

3.4
3.6
5.2
5.2
6.8
8.8

10.5
12.0
14.0

3.4
3.6
5.2
5.2
6.8
8.8

10.5
12.0
14.0

9.5
12.7
15.9
18.3
24.6
31.8
36.6
44.4
50.8

14.5
18.5
23.0
26.7
34.5
43.0
51.4
63.1
69.5

4.5
5.8
7.3
8.7

11.7
14.6
17.5
20.4
23.3

0.9
1.2

4
6.5
13
27
47
65
88

1.8
2.4

8
13
26
54
94

130
176

M  C d

C ommon Dimensions

S A-1 S K -1
X

Additional Weight

g/pc
Z

D -1 , D -3  A T T A C H M E N T

S Y
C hain

No.

S Y 3 5

S Y 4 0

S Y 5 0

S Y 6 0

S Y 8 0

S Y 1 0 0

S Y 1 2 0

S Y 1 4 0

S Y 1 6 0

3.58
3.96
5.08
5.95
7.93
9.53

11.10
12.70
14.28

9.5
9.5

11.9
14.3
19.1
23.8
28.6
33.3
38.1

14.7
16.8
21.0
25.9
33.9
41.9
51.4
57.5
67.4

9
11.7
14.6
17.5
23.4
29.3
35.1
40.9
46.7

0.8
1
2
3
7

12
20
30
45

1.6
2
4
6

14
24
40
60
90

Dp  L4 L3

C ommon Dimensions

D-1 D-3
H

Additional Weight

g/pc
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D ouble Pitch Attachment Chains
A-1 attac hment A-2 attac hment K -1 attac hment K -2 attac hment

S A-1 attac hment G K -1 attac hmentS A-2 attac hment

S K -1 attac hment S K -2 attac hment D-1 attac hment D-3 attac hment
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B A S I C  S P E C S  F O R  A S S E M B L I N G  A T T A C H M E N T

S Y
C hain

No.
(ANS I)

C 2 0 4 0

C 2 0 4 2

C 2 0 5 0

C 2 0 5 2

C 2 0 6 0 H

C 2 0 6 2 H

C 2 0 8 0 H

C 2 0 8 2 H

C 2 1 0 0 H

C 2 1 0 2 H

C 2 1 2 0 H

C 2 1 2 2 H

C 2 1 6 0 H

C 2 1 6 2 H

P RW

25.40

31.75

38.10

50.80

63.50

76.20

101.60

7.95

9.53

12.70

15.88

19.05

25.40

31.75

7.92

15.88

10.16

19.05

11.91

22.23

15.88

28.58

19.05

39.67

22.23

44.45

28.58

57.15

3.96

5.08

5.95

7.93

9.53

11.10

14.28

8.2

10.3

14.4

17.8

21.1

26.3

28.5

9.1

11.6

16.7

21.1

24.6

30.7

33.1

11.4

　　

15.0

17.0

22.6

28.6

34.9

47.6

1.5

　

2.0

3.2

4.0

4.8

5.6

7.2

16.7

29.5

40.2

68.6

107.9

151.0

257.9

0.48

0.82

0.82

1.26

1.38

2.08

2.32

3.36

3.46

5.64

4.92

7.87

8.02

12.77

Pitc h
 Dia. Width

Dimensions  - mm

PinR oller Plate

Dia. Length Height Thic k.

Average
Ultimate
S trength

Average
 C hain
Weight

D L1 L2 H T kN kg/m
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C 2 0 4 0

C 2 0 5 0

C 2 0 6 0 H

C 2 0 8 0 H

C 2 1 0 0 H

C 2 1 2 0 H

C 2 1 6 0 H

M N Sd

C 2 0 4 2

C 2 0 5 2

C 2 0 6 2 H

C 2 0 8 2 H

C 2 1 0 2 H

C 2 1 2 2 H

C 2 1 6 2 H

C 2 0 4 2

C 2 0 5 2

C 2 0 6 2 H

C 2 0 8 2 H

C 2 1 0 2 H

C 2 1 2 2 H

C 2 1 6 2 H

C 2 0 4 2

C 2 0 5 2

C 2 0 6 2 H

C 2 0 8 2 H

C 2 1 0 2 H

C 2 1 2 2 H

C 2 1 6 2 H

19.1

23.8

28.6

38.1

47.6

57.2

76.2

3.6

5.2

5.2

6.8

8.8

10.5

14.0

9.5

　　

11.9

14.3

19.1

23.8

28.6

38.1

9.1

　

11.1

14.7

19.1

23.4

27.8

36.5

5.7

7.5

8.5

11.3

14.3

17.4

23.8

－

7.94

－

9.53

－

11.11

－

14.29

－

19.84

－

22.22

－

28.58

12.7

15.9

21.4

27.8

33.3

39.7

52.4

19.1

24.2

31.2

40.6

50.0

61.9

76.1

25.4

31.8

42.8

55.6

66.6

79.4

104.8

S tandard
R oller

C arrier
R oller

Dimensions  - mmS Y C hain No.

A-1,  A-2 K -1,  K -2
Z ZZ

J K 2J

A -1 , A -2 , K -1 , K -2 ,  A T T A C H M E N T

C 2 0 4 0

C 2 0 5 0

C 2 0 6 0 H

C 2 0 8 0 H

C 2 1 0 0 H

C 2 1 2 0 H

C 2 1 6 0 H

M Z ZZX

19.1

23.8

28.6

38.1

47.6

57.2

76.2

19.8

24.6

30.6

40.2

50.3

61.1

76.2

5.7

7.5

8.5

11.3

14.3

17.4

23.8

－

7.94

－

9.53

－

11.11

－

14.29

－

19.84

－

22.22

－

28.58

11.1

　

14.3

17.5

22.2

28.6

33.3

44.5

5.2

　

6.8

8.8

10.5

14.0

16.0

21.0

13.5

15.9

19.1

25.4

31.8

37.3

50.8

3.6

5.2

5.2

6.8

8.8

10.5

14.0

9.5

11.9

14.3

19.1

23.8

28.6

38.1

S tandard
R oller

C arrier
R oller

Dimensions  - mmS Y C hain No.

S A-1,  S K -1 S A-2,  S K -2

C 2C 1 d1 d2 N

S A -1 , S A -2 , S K -1 , S K -2  A T T A C H M E N T

C 2 0 4 0

C 2 0 5 0

C 2 0 6 0 H

C 2 0 8 0 H

C 2 1 0 0 H

C 2 1 2 0 H

C 2 1 6 0 H

Dp

D-1,　D-3 G K -1

L4 dL3

3.96

5.08

5.95

7.93

9.53

11.10

14.28

9.5

11.9

14.3

19.1

23.8

28.6

38.1

16.8

21.1

27.5

35.6

43.2

53.0

69.0

4.1

6.4

6.4

8.1

10.1

12.1

－

0.9

1.8

3.0

7

12

20

44

1.8

3.6

6

14

24

40

88

S tandard
R oller

C arrier
R oller

Dimensions  - mmS Y C hain No.

D-1 D-3

Additional Weight

g/pc

D -1 , D -3 , G K -1  A T T A C H M E N T

To be added to c hain weight for eac h attac hment used.

A
T

T
A

C
H

M
E

N
T

C
H

A
IN

S
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Side Roller Chains

70

Average weight shows c hains  with plastic  s ide rollers  every sec ond pitc hes  on both s ides .

S Y
C hain

No.
Pitc h

S Y -4 0

S Y -5 0

S Y -6 0

S Y -8 0

S Y -1 0 0

C 2 0 4 0

C 2 0 5 0

C 2 0 6 0 H

C 2 0 8 0 H

C 2 1 0 0 H

C 2 0 4 2

C 2 0 5 2

C 2 0 6 2 H

P

12.70

15.875

19.05

25.40

31.75

25.40

31.75

38.10

50.80

63.50

25.40

31.75

38.10

15.88

19.05

22.23

28.58

39.67

15.88

19.05

22.23

28.58

39.67

23.00

27.00

30.00

7.6

9.2

12.5

15.6

18.5

7.6

9.2

12.5

15.6

18.5

7.6

9.2

12.5

17.3

21.4

27.9

34.8

41.9

17.3

21.4

29.5

36.5

43.4

17.3

21.4

29.5

19.1

23.1

30.0

37.8

45.5

19.1

23.1

31.6

39.5

47.0

19.1

23.1

31.6

8.2

10.3

12.7

16.2

19.6

8.2

10.3

14.4

17.8

21.1

8.2

10.3

14.4

10.3

11.6

14.9

18.8

23.2

10.3

11.6

16.7

21.1

24.6

10.3

11.6

16.7

0.86

1.40

1.93

3.30

3.57

0.61

1.01

1.65

2.74

4.15

1.20

1.65

2.60

S ide roller C hain Pin

 Dia. Width

Dimensions  - mm

Pin-Length

Average
C hain

Weight

R S E S I1 I2 kg/m

R iveted S ide C otter S ide

L1 L2

A
T

T
A

C
H

M
E

N
T

C
H

A
IN

S

SY Side Roller chains are often used on accumulating conveyors.  The side rollers may be stag-
gered or parallel at any given spacing.  Roller materials are available with carbon steel or low fric-
tion plastic. 
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Top Roller Chains

71

S Y
C hain

No.
Pitc h

S Y -4 0

S Y -5 0

S Y -6 0

S Y -8 0

S Y -1 0 0

C 2 0 4 0

C 2 0 5 0

C 2 0 6 0 H

C 2 0 8 0 H

C 2 1 0 0 H

C 2 0 4 2

C 2 0 5 2

C 2 0 6 2 H

C 2 0 8 2 H

C 2 1 0 2 H

S Y -4 0

S Y -5 0

S Y -6 0

S Y -8 0

S Y -1 0 0

P W R

12.70

15.875

19.05

25.40

31.75

25.40

31.75

38.10

50.80

63.50

25.40

31.75

38.10

50.80

63.50

7.95

9.53

12.70

15.88

19.05

7.95

9.53

12.70

15.88

19.05

7.95

9.53

12.70

15.88

19.05

7.92

10.16

11.91

15.88

19.05

7.92

10.16

11.91

15.88

19.05

15.88

19.05

22.23

28.58

39.67

3.96

5.08

5.95

7.93

9.53

3.96

5.08

5.95

7.93

9.53

3.96

5.08

5.95

7.93

9.53

8.2

10.3

12.7

16.2

19.6

8.2

10.3

14.4

17.8

21.1

8.2

10.3

14.4

17.8

21.1

9.1

11.6

13.9

18.8

23.2

10.3

11.6

16.7

21.1

24.6

10.3

11.6

16.7

21.1

24.6

11.7

14.6

17.5

23.4

29.3

11.4

15.0

17.0

22.6

28.6

11.4

15.0

17.0

22.6

28.6

1.5

2.0

2.4

3.2

4.0

1.5

2.0

3.2

4.0

4.8

1.5

2.0

3.2

4.0

4.8

19.1

31.9

43.1

78.5

118

19.1

31.9

54.9

90.2

137

19.1

31.9

54.9

90.2

137

1.10

1.61

2.80

4.60

7.60

1.29

1.99

3.50

5.30

8.60

1.61

2.50

4.30

6.50

10.70

R oller

Width  Dia.  Dia.

D

 Dia.

Dimensions  - mm

T op R oller Dia. Only E very Link

Pin Plate

Length Height Thic kness

Average
Ultimate
S trength

Average
C hain

Weight

L1 L2 H T kN kg/m

12.7

15.9

18.3

24.6

31.8

15.0

19.0

23.0

29.0

35.4

15.0

19.0

23.0

29.0

35.4

15.88

19.05

22.23

28.58

39.67

15.88

19.05

22.23

28.58

39.67

15.88

19.05

22.23

28.58

39.67

11.00

15.00

18.00

24.00

30.00

Top-R oller

Pos ition

C R t

Average weight shows c hains  with top rollers  spac ed every sec ond. 
For c hains  with overs ized c arrier rollers , spec ial sproc ket is  used. 

A
T

T
A

C
H

M
E

N
T

C
H

A
IN

S

Top Roller chain is based on AN SI roller chain 
with extra roller mounted on top of the chain.  Top 
rollers are installed on the pins that connect SK-1 
extended plates.  The Rollers may be carbon steel, 
stainless steel, or low  friction plastic.
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81X Transfer Chains

72

8 1 X  R O O F  T O P  C H A I N

Pitc h

8 1 X  R o o f

T o p C h a in

P W R

66.27 27.0 23.0 11.1 24.0 28.4 28.6 3.9 110 5.5

R oller

Width  Dia.  Dia.

D

 R oof
Height

Dimensions  - mm

Pin Plate

Length Height Thic k

Average
Ultimate
S trength

Approx.
Weight

L1 L2 H T kN kg/m

63.5 25.4

R oof
Width

M HH

8 1 X . 8 1 X H .  8 1 X H -S

S Y
C hain

No.
Pitc h

8 1 X

8 1 X H

8 1 X H -S

P W R

66.27

66.27

66.27

27.0

27.0

27.0

23.0

23.0

23.0

11.1

11.1

11.1

24.0

30.2

32.0

28.4

34.1

36.3

28.6

32.1

32.1

3.9

5.5

8.0

110

187

187

3.9

5.8

6.8

R oller

Width  Dia.  Dia.

D

Dimensions  - mm

Pin Plate

Length Height Thic kness

Average
Ultimate
S trength

Approx.
Weight

L1 L2 H T1 kN kg/m

3.9

8.0

8.0

T2

8 1 X  P U S H E R

S Y
C hain

No.

S Y
C hain

No.

Pitc h

8 1 X  P u s h e r

P W R

66.27 27.0 23.0 11.1 24.0 28.4 28.6 3.9 110

R oller

Width  Dia.  Dia.

D

Dimensions  - mm

Pin Plate

Length Height Thic kness

Average
Ultimate
S trength

L1 L2 H T kN

65.1

A

P LAIN

P US HE R

R OOF  T OP

E
N

G
IN

E
E

R
IN

G
C

H
A

IN
S

SY provides three plain 81X chains: 81X, 81XH , and 81XH -S.  Each type is designed with different 
link plate thickness and height to strengthen progressively higher allowable loads and durability.  
Also 81X Pusher and Roof Top Roller Chains are available.
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3 9 3 9  G -4  A T T A C H M E N T

3 9 3 9  G -2  A T T A C H M E N T

S Y
C hain

No.
Pitc h

3 9 3 9

P W R

203.20 27.0 23.0 11.1 24.0 28.4 28.6

38.1

38.1

38.1

110

R oller

Width  Dia.  Dia.

D

Dimensions  - mm

Pin Plate G -4

Length Height Pitc h

Average
Ultimate
S trength

L1 L2 H

3.9

Thic k

T

7.2

Hole

dP1 kN

76.2

92.1

101.6

P2

S Y
C hain

No.
Pitc h

3 9 3 9

P W R

203.20 27.0 23.0 11.1 24.0 28.4 28.6

38.1

76.2

92.1

101.6

110

R oller

Width  Dia.  Dia.

D

Dimensions  - mm

Pin Plate G -2

Length Height Pitc h

Average
Ultimate
S trength

L1 L2 H

3.9

Thic k

T

7.2

Hole

dP1 kN

3939 Attachment Chain

G -2

G -4

E
N

G
IN

E
E

R
IN

G
C

H
A

IN
S

3939 chain is an 8-inch pitch version of 81X with G -attachment holes.  There are various choices 
for number of holes and locations per customers'  specifications. 
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